ADDENDUM NO. 2

PROJECT: Rogers Gap Pump Station Replacement Rebid Project

Georgetown, Kentucky

ISSUE DATE: October 3, 2022 BID OPENING: October 12, 2022; 2:00 PM

PURPOSE: This addendum addresses questions raised by bidders and makes corrections to

ITEM1

ITEM 2

ITEM 3

ITEM 4

the plans and specifications.

Telemetry System

The bid form calls for a price to install and integrate the Owner-supplied Mission
Communications Telemetry. The telemetry system is monitor only and has the following
inputs/outputs:

On/off

High temperature

Fault (generic)

High alarm

Level (in feet)

Power fail

Data fail

Backup engine run/fail

Existing Wet Well and Building

The existing wet well shall not be disturbed by this project. The only work performed
inside the building is electrical. The original bid of this project called for a generator to be
relocated to the existing pump station building. The generator will no longer be relocated.
Instead, the project will allow for a connection to a portable generator using a plug and a
manual transfer switch.

Record drawings of the existing building have been attached to this addendum for
reference only.

Existing Fence

There is a temporary construction easement 30 feet beyond the existing fence in all
directions. The Contractor may remove portions of the existing fence to facilitate
construction. If the Contractor elects to remove any part of the fence during construction,
they must remain within the temporary construction easement, they must replace the
permanent fence in-kind in its original location upon completion of the project.

Tech Specs Section 02733 — Manholes, Wet Wells, and Valve Vaults

Add the underlined item to Paragraph 1.03.5: “Unless directed otherwise, the concrete
used in all precast concrete manholes, wet wells, and valve vaults shall contain an H2S
retarding additive equal to CONmicSHIELD as manufactured by Sun Coast Environmental
NW Inc.”
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ADDENDUM 2
Rogers Gap Pump Station Replacement Rebid Project
October 3, 2022

ITEM 5 Sheet EU101 — Electrical Service
Remove Sheet EU101 from the plans. Replace with Sheet EU101 Revised 9/28/2022. The

location of the electrical equipment rack has been changed and a new work floor plan has
been added.

THE END

Bidders must acknowledge receipt of this addendum by adding their signature in the space allotted
and attaching this addendum to their completed bid.

BY: RECEIPT ACKNOWLEDGMENT:
(Firm) Summit Engineering Inc. (Firm)

(Agent) Matthew Jolly, PE (Agent/Title)

(Date) Oct. 3, 2022 (Date)

Addendum No. 2
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Plot Date: 10/3/2022 10:18 AM

SYMBOLS - ELECTRICAL

DESCRIPTION

NOTES:

SINGLE RECEPTACLE

DUPLEX RECEPTACLE

QUAD RECEPTACLE

JUNCTION BOX

PANELBOARD - FLUSH MOUNTED

PANELBOARD - SURFACE MOUNTED

SAFETY SWITCH - PLAN VIEW

MOTOR STARTER - PLAN VIEW

VARIABLE SPEED CONTROLLER FOR EXHAUST FAN

WIRE SYMBOL - SHORT: HOT, LONG: NEUTRAL, DASHED: GROUND

CIRCUIT HOME RUN

HOME RUN TAG - XX: PANEL NAME, -XX: CIRCUIT NUMBER

GROUNDING CONNECTION
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NEW WORK FLOOR PLAN

14
</
EX. TELEMETRY
NJ
| I -
NEW PUMP CONTROL PANEL d d

NEW WORK FLOOR PLAN DETAIL NOTES
REINSTALL SAFETY SWITCH AND PROVIDE NEW CIRCUIT TO RELOCATED HEATER. CIRCUIT SHALL BE 3#10, 1#10 GND, 3/4" CONDUIT (FIELD VERIFY).
PROVIDE 2#12, 1#12 GND FROM SPARE 20A/1P CIRCUIT BREAKER TO BATTERY CHARGER CONNECTION
PROVIDE NEW 400 AMP HEAVY DUTY DOUBLE THROW SAFETY SWITCH IN A NEMA 4X ENCLOSURE ON WALL AND MAKE ALL CONNECTIONS
PROVIDE NEW FUSED HEAVY DUTY 400 AMP, 3 POLE SWITCH IN NEMA 4X ENCLOSURE. SWITCH SHALL BE U.L. LISTED AS SERVICE DUTY.

PROVIDE 2-2" CONDUITS, 3#3/0, 1#3 GND EACH ONE

PROVIDE NEC GROUND SYSTEM 1#1/0, 3/4” CONDUIT CONNECTION

> [>[> > > > >

PROVIDE NEW PANELBOARD. SEE PANEL SCHEDULE THIS SHEET FOR REQUIREMENTS.

PROVIDE 2#12, 1#12 GND, 3/4” CONDUIT FROM TELEMETRY PANEL TO SPARE 20A/1P CIRCUIT BREAKER IN PANEL-B TELEMETRY PANEL BY OWNER
& PROVIDE 1" CONDUIT FROM TELEMETRY TO CONTROL PANEL

@ REFER TO PANEL MDP SCHEDULE FOR CIRCUIT SIZE

REWIRE THERMOSTAT.

PROVIDE 400 AMP PIN/SLEEVE RECEPTACLE — RUSSELL STOLL THAT MATCHES OWNER'S EXISTING GENERATOR PLUG. CONTRACTOR TO FIELD VERIFY REQUIREMENTS.

PROVIDE NEW 400A/3P NEMA 4X ENCLOSED CIRCUIT BREAKER ON WALL. CIRCUIT BREAKER SHALL BE UL LISTED AS SERVICE ENTRANCE EQUIPMENT. PROVIDE GROUND CONNECTION

PANEL SCHEDULE: MDP VOLTAGE: 480/277V, Three Phase, Four Wire
LOCATION: MAINS AMPACITY: 400 Amp
ENCLOSURE: I Line Panelboard MAIN C.B. SIZE: MLO
MOUNTING: Surface TOTAL SPACES:
DESCRIPTION VA | #P | BKR FEEDER NO| -A-VA | B-VA | -C-VA |NO. FEEDER BKR | #P | VA DESCRIPTION
Pump Control Panel; 3 | 300A | 2-2C, 3#1/0, 1#4G EA | 1 0 2 20A | 1 Existing
X 3 | —- 0 — | 4 20A | 1 Existing
. X 5 | - (i 0 6 20A | 1 ~ |Spare
Transformer 3 30A 7 0 8 20A 1 Spare
X 9 [ —— 0 | —— 10 15A | 1 | Existing
X IEE o 12 20A | 1| Spare o
Existing 2 | 20A 13 0 ' 14 20A | 1 Spare
X T 0 — T 20A | 1 Spare o
17 0 18 20A | 3 Existing
19 0 20 ]
|21 | —— 0 e | 22
23 0 24
25 0 26
. [ 27 | s 0 — T N
N | 29 | | | o [30] .
31 0 32 ,
33 | ———- 0 —_ | 34|
35 0 36 |
37 0 38
T 0 ——
41 0 | 42
TOTAL VOLT-AMPERES PER PHASE 0 0 0
TOTAL AMPERES PER PHASE 0 0 0
Note: Rewire new breakers to existing circuits. Adjust locations of breakers if necessary to reuse wire Provide ARC flash ratings and labeling.
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EXISTING FORCE MAIN ISOLATION VALVE
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EXISTING MAG METER PIT (DEMO.)
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CHANGED LOCATION OF ELECTRICAL EQUIPMENT RACK, ADDED FLOOR PLAN
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NEW WORK FLOOR PLAN DETAIL NOTES 1. REINSTALL SAFETY SWITCH AND PROVIDE NEW CIRCUIT TO RELOCATED HEATER.  CIRCUIT SHALL BE 3#10, 1#10 GND, 3/4" CONDUIT (FIELD VERIFY).  REWIRE THERMOSTAT. REINSTALL SAFETY SWITCH AND PROVIDE NEW CIRCUIT TO RELOCATED HEATER.  CIRCUIT SHALL BE 3#10, 1#10 GND, 3/4" CONDUIT (FIELD VERIFY).  REWIRE THERMOSTAT. 2. PROVIDE 2#12, 1#12 GND FROM SPARE 20A/1P CIRCUIT BREAKER TO BATTERY CHARGER CONNECTION PROVIDE 2#12, 1#12 GND FROM SPARE 20A/1P CIRCUIT BREAKER TO BATTERY CHARGER CONNECTION 3. PROVIDE NEW 400 AMP HEAVY DUTY DOUBLE THROW SAFETY SWITCH IN A NEMA 4X ENCLOSURE ON WALL AND MAKE ALL CONNECTIONS PROVIDE NEW 400 AMP HEAVY DUTY DOUBLE THROW SAFETY SWITCH IN A NEMA 4X ENCLOSURE ON WALL AND MAKE ALL CONNECTIONS 4. PROVIDE NEW FUSED HEAVY DUTY 400 AMP, 3 POLE SWITCH IN NEMA 4X ENCLOSURE.  SWITCH SHALL BE U.L. LISTED AS SERVICE DUTY. PROVIDE NEW FUSED HEAVY DUTY 400 AMP, 3 POLE SWITCH IN NEMA 4X ENCLOSURE.  SWITCH SHALL BE U.L. LISTED AS SERVICE DUTY. 5. PROVIDE 400 AMP PIN/SLEEVE RECEPTACLE - RUSSELL STOLL THAT MATCHES OWNER'S EXISTING GENERATOR PLUG.  CONTRACTOR TO FIELD VERIFY REQUIREMENTS. PROVIDE 400 AMP PIN/SLEEVE RECEPTACLE - RUSSELL STOLL THAT MATCHES OWNER'S EXISTING GENERATOR PLUG.  CONTRACTOR TO FIELD VERIFY REQUIREMENTS. 6. PROVIDE 2-2" CONDUITS, 3#3/0, 1#3 GND EACH ONE PROVIDE 2-2" CONDUITS, 3#3/0, 1#3 GND EACH ONE 7. PROVIDE NEW 400A/3P NEMA 4X ENCLOSED CIRCUIT BREAKER ON WALL.  CIRCUIT BREAKER SHALL BE UL LISTED AS SERVICE ENTRANCE EQUIPMENT.  PROVIDE GROUND CONNECTION PROVIDE NEW 400A/3P NEMA 4X ENCLOSED CIRCUIT BREAKER ON WALL.  CIRCUIT BREAKER SHALL BE UL LISTED AS SERVICE ENTRANCE EQUIPMENT.  PROVIDE GROUND CONNECTION 8. PROVIDE NEC GROUND SYSTEM 1#1/0, 3/4" CONDUIT CONNECTION PROVIDE NEC GROUND SYSTEM 1#1/0, 3/4" CONDUIT CONNECTION 9. PROVIDE NEW PANELBOARD.  SEE PANEL SCHEDULE THIS SHEET FOR REQUIREMENTS. PROVIDE NEW PANELBOARD.  SEE PANEL SCHEDULE THIS SHEET FOR REQUIREMENTS. 10. PROVIDE 2#12, 1#12 GND, 3/4" CONDUIT FROM TELEMETRY PANEL TO SPARE 20A/1P CIRCUIT BREAKER IN PANEL-B TELEMETRY PANEL BY OWNER PROVIDE 2#12, 1#12 GND, 3/4" CONDUIT FROM TELEMETRY PANEL TO SPARE 20A/1P CIRCUIT BREAKER IN PANEL-B TELEMETRY PANEL BY OWNER 11. PROVIDE 1" CONDUIT FROM TELEMETRY TO CONTROL PANEL PROVIDE 1" CONDUIT FROM TELEMETRY TO CONTROL PANEL 12. REFER TO PANEL MDP SCHEDULE FOR CIRCUIT SIZE REFER TO PANEL MDP SCHEDULE FOR CIRCUIT SIZE 
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NEW PUMP CONTROL PANEL
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ALL RIGHTS RESERVED BY SUMMIT ENGINEERING, INC. DRAWINGS AND SPECIFICATIONS AS INSTRUMENTS OF SERVICE SHALL REMAIN THE PROPERTY OF SUMMIT ENGINEERING. INC. THEY SHALL NOT BE USED ON OTHER PROJECTS OR EXTENSIONS TO THIS PROJECT EXCEPT BY AGREEMENT IN WRITING AND WITH APPROPRIATE COMPENSATION TO SUMMIT ENGINEERING, INC. CONTRACTOR IS RESPONSIBLE FOR CONFIRMING AND CORRELATING DIMENSIONS AT THE JOB SITE. SUMMIT ENGINEERING, INC. WILL NOT BE RESPONSIBLE FOR CONSTRUCTION MEANS, METHODS, TECHNIQUES, OR FOR SAFETY PRECAUTIONS AND PROGRAMS IN CONNECTION WITH THE PROJECT. MATERIAL QUANTITIES AND TAKE-OFFS THAT MAY BE PROVIDED HEREIN ARE ESTIMATES FOR THE CONVENIENCE OF BIDDERS/CONTRACTORS ONLY. BIDDERS/CONTRACTORS REMAIN SOLELY RESPONSIBLE FOR THEIR TAKE-OFFS AND A COMPLETE PROJECT AS OTHERWISE DEFINED BY THESE DRAWINGS AND SPECIFICATIONS.
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