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ADDENDUM #4 
 

Bid Number: #71-2021 Date: July 22, 2021 
 

Subject: West Hickman Wet Weather Storage – Phase 2 Address inquiries to: 
Brian Marcum 
brianm@lexingtonky.gov 
(859) 258-3325 

TO ALL PROSPECTIVE SUBMITTERS: 
 
 

Please be advised of the following clarifications to the above referenced Bid: 
 

QUESTIONS ANSWERS 

1. The bid form references items 1 – 25, 
but only 18 items are called out on the 
form. Please rectify this discrepancy on 
the bid form. A similar discrepancy 
exists in specification section 01025. 

Specification Section 00410 1.04 and 
Section 01025 1.05(A) are edited to 
include 19 items. See Addendum 4. 

2. On the bid form, a deductive alternate 
for Builder’s Risk is listed as item 18 
and is also mentioned as line item 25 
on the bottom of the form. Our 
understanding is we are to include 
Builder’s Risk insurance in Bid item #1. 
Then the deduct for Builder’s Risk is in 
Bid item #18. But then the Builder’s 
Risk deduct is deducted a second time 
at the bottom of 00410-5. We suggest 
removing Bid Item 18 and this may 
resolve the issue. Please clarify in an 
addendum. 

Bidder is to include the cost for the 
builder’s Risk Insurance in Bid Item No. 
18 and include this cost in the total sum. 
If the Owner makes a decision to waive 
the requirement for Builder’s Risk 
Insurance this amount will be deducted 
from the total contract price prior to award 
of contract. 

3. It is not feasible to construct this project 
within 365 days from Notice to 
Proceed. We have discussed with the 
Prestressed Tank Contractors and 
drilled shafts. We recommend six 
months be added to the project 
duration. 

Contract time for substantial completion is 
extended to five hundred and forty-eight 
(548) consecutive calendar days. See 
Addendum No. 4. 

4. Note 4 is referenced several times on 
drawing C-2102, but there are only 
notes 1-3 on the drawing. Please 
provide note 4. 

C-2102 revised to show Note 4. See 
Addendum No. 4. 

mailto:brianm@lexingtonky.gov
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5. Please provide potential locations 

where unit pricing for bid items 5-11 
would apply. 

Bid items Nos. 5 – 11 shall be used as 
directed by the Contract Documents. 
They may also be used in areas outside 
the requirements of the Contract 
Documents at the Owner’ discretion. 

6. Would LFUCG consider moving the bid 
date back? 

See Addendum No. 3. Bid Opening date 
extended to July 29, 2021, at 2:00 p.m. 
local time. 

7. Sheet S-0001 stats a ground snow load 
of 15 psf, while design requirements 
per section 13200 state 19 psf snow 
load for the PCT. Please clarify the 
correct snow load to use for the design 
of the Prestressed Concrete Tank. 

The prestressed concrete tank designer 
is ultimately responsible for calculating 
the roof snow load on the tank. The roof 
snow load shall be 19 psf minimum as 
indicated in the drawings and 
specifications. This should not be 
confused with the ground snow load 
which is different from roof snow load. 
Refer to ASCE 7 for clarification between 
the two values. 

8. Utilizing galvanized steel shell 
diaphragm is not typical for Type III 
tanks. Please confirm the diaphragm is 
not required to be galvanized. 

A galvanized steel diaphragm shall be 
provided as indicated in the drawings, 
specifications, and referenced in AWWA 
D110. 

9. Please confirm if temporary steel 
casing is required for each drilled shaft. 
If steel casing is required, please 
confirm is case must be left in place or 
may be removed. 

Contractor shall provide temporary 
casings as required during drilling 
procedures to prevent collapses of soils. 
Temporary casings will also be required 
at each drilled shaft to allow for safe entry 
and inspection of the rock socket by the 
Geotechnical Engineer. Casings may be 
removed after drilled shafts are inspected 
and poured. 

10. Please confirm that the Tank 
Manufacturer may utilize multiple 
overflows while still converging into the 
detailed 54” pipe in lieu of a single 54” 
overflow. 

Multiple overflows are not permitted. 
Overflow piping shall be constructed as 
shown on the Drawings. 

11. Please provide the maximum draw 
down rate, Max fill rate and overflow 
design capacity of the tank. 

The maximum fill rate is 80 MGD. The 
maximum instantaneous peak draw down 
thru the 24-inch plug valve at full tank 
conditions is approximately 120 MGD. 

12. Please confirm that the only thickness 
requirement of the floor is that of the 2’- 
4” and the footing thickness may be 

Footing dimensions at the tank wall shall 
be as indicated in Section 1/S-2311. 
Minimum footing thickness shall be 3'-8". 
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determined by the tank manufacturer 
and design parameters. 

 

13. It appears as though the bid item # is 
off and does not reflect bid items 
through #25. Please clarify the bid 
items in the bid form. 

Specification Section 00410 1.04 and 
Section 01025 1.05(A) are edited to 
include 19 items. See Addendum 4. 

14. Given the complexity of the project 
and fact that project was issued prior to 
the 3-day holiday weekend, we 
respectfully request postponement of 
the bid date to provide the most cost 
efficient bid. 

See Addendum No. 3. Bid Opening date 
extended to July 29, 2021, at 2:00 p.m. 
local time. 

15. Seismic design: According to Design 
Criteria Note G in Sheet S-0001, and 
Section 4.3 of Reference (4), the site 
classification is Site Class “B” 
(reportedly “per Geotech Report”). 
However, Section 12 of the 
geotechnical report recommends a 
classification of Site Class “C”. 
Please confirm that the correct 
classification is Site Class “B”. 

The prestressed concrete tank and 
discharge valve vault will bear on rock; 
therefore, the correct Seismic Site Class 
is 'B'. Refer to the first paragraph in 
Section 12 of the Geotech Report. Site 
Class 'C' is recommended for soil bearing 
structures as stated in the second 
paragraph of Section 12. 

16. Hydrostatic uplift: According to page 
22 of the geotechnical report, several 
new structures and the wet well at the 
West Hickman site are within the 100- 
year floodplain. 
Please advise what is the design flood 
elevation which the tank must be 
designed for. 

Maximum Floodplain Elevation = 888.6’ 
as shown on Sheet V-0100 in the Plans. 

17. Correction: Paragraphs C.2 and C.7 
of Section 13200-1.06 of the tank 
specs refer to Section 1.07B; however, 
there is no Section 1.07. 
Can we assume that the correct 
reference should be to Section 1.06B 
rather than 1.07B? 

Specification Section 13200 1.06 C.2 
shall be replaced with, “Drilled shafts 
shall be designed to resist axial forces, 
bending moments, and shears induced by 
loadings required in Section 1.06B.” See 
Addendum No. 4. 

18. In review of Addendum #1 – sht G- 
0003 - “Erosion and Sediment Control” 
– item #3 states “The Contractor shall 
implement the Stormwater Pollution 
Prevention Plan (SWPPP) prepared by 
the Engineer”. Is this plan currently 
developed and a copy made available 

The Contractor is responsible for 
developing their own SWPPP and for 
adhering to the Erosion and Sediment 
Control requirements of the 
Specifications. Sheet G-0003, Erosion 
and Sediment Control Note 3 is replaced 
with: “The Contractor shall implement the 
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to the Contractor during the bid 
process? In contradiction, section 
02371 states only a draft SWPPP is 
included and for informational purposes 
only. The Contractor shall provide to 
the engineer for review and approval a 
sequenced SWPPP. Please clarify. 

approved Stormwater Pollution 
Prevention Plan (SWPPP). The erosion 
control measures shown on sheets C- 
0101 and C-0102 and in the 
Specifications are given as minimum 
erosion control measures. The Contractor 
shall develop and have approved its own 
SWPPP. The Contractor’s Subcontractors 
shall be signatory to the approved 
SWPPP.” See Addendum No. 4. 

19. Section 01510-1.01-H states that 
contractor is to supply temporary water. 
Please clarify where the anticipated 
temporary hookup shall be and what is 
the anticipated flow rate where 
connection is at. 

The Owner will allow the use of the 
treatment facilities non-potable water that 
is not required for the treatment facilities 
use. The use of the non-potable water 
will be coordinated with the Plant 
Operator. Available supply will vary 
based on incoming treatment plant flow 
and process needs for the treatment 
plant. The incoming flow to the plant can 
vary from 5 mgd to 70 mgd. It is the 
Contractor’s responsibility to provide any 
necessary/temporary pumps, piping, and 
ancillary equipment to convey the non- 
potable water for the Contractor’s use. 
Any additional water supply required by 
the Contractor beyond this source shall 
be provided by the Contractor. 

20. Given that there appears to be a list of 
unsuitable subcontractors per Section 
00300-1 paragraph 1.03. Please 
provide list of unsuitable contractors to 
bid with. Not being able to alter price if 
Owner rejects low price subcontractor 
of bidding Contractor seems highly 
risky for bidding Contractor. 

There is no list of “unsuitable 
subcontractors”. The Bidder is 
responsible for using reputable 
subcontractors capable of performing the 
work per the Contract Documents. All 
subcontractors are bound to the General 
Contractor by their agreement between 
the General Contractor and the 
subcontractor. The General Contractor is 
responsible for providing and maintaining 
liability insurance that covers all 
subcontractors under them. 

21. Detail B on plan sheet D-2103 
appears to show a HWL elevation or 
overflow elevation of 965.5’, which 
depicts a HWL of 55.5’; in which case 
does not account for the additional 

Detail B on Sheet D-2103 shows the 
following: 

 
965.5’ = Top of Overflow Pipe 
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elevation of 2.2’ maximum head. 
Specification section 13200states a 
WHL elevation of 57.7’. Please confirm 
that the HWL equals 55.5’ and the 
WSE equals 57.7’. 

967.7’ = High Water Elevation/Water 
Surface Elevation 

22. Please confirm if the project is tax 
exempt. 

The awarded Bidder must pay applicable 
sales tax on the materials they purchase. 

23. Please consider allowing additional 
time for the submission of questions 
and items for clarification. The current 
cut-off date (July 12) does not provide 
sufficient time for the proper analysis of 
the bid documents, given the short time 
the documents have been available 
and the shortened holiday week. 

See Addendum 3. Question Cut-Off date 
is extended to July 19, 2021 

24. Per Section 01025, Article 1.05.B.2., 
indicates the Intellimodus proposal is 
included in Appendix E. We do not find 
Appendix E elsewhere in the bid 
documents. Please provide applicable 
information. (From the Pre-Bid Meeting, 
we understand the allowance amount 
for Contract Item No. 2 (on the 
Proposal Form) will be provided in a 
future Addendum.) 

Intellimodus SCADA integration 
allowance is included in Addendum No. 4 

25. In Section 00100, Article 1.06 states 
Bids may not be withdrawn for a period 
of one hundred twenty (120) calendar 
days after the closing date for the 
receipt of bids. In Section 00300, 
Article 1.01 states Bids may not be 
withdrawn for a period of ninety (90) 
days after the actual time and date of 
the Bid opening. Please clarify the 
correct duration during which Bids may 
not be withdrawn. 

Specification Section 00300 1.01, last 
sentence of the first paragraph is 
replaced with, “No Bidder may withdraw a 
Bid within one hundred twenty (120) 
calendar days after the actual time and 
date of the Bid opening, but OWNER 
may, in its sole discretion, release any 
Bid and return the Bid Security prior to 
that date.”  See Addendum No. 4. 

26. In Section 00410, on Page 5, the form 
calls for "The total bid for West 
Hickman Wet Weather Storage Facility, 
the sum of items 1 thought 25, ...". The 
form also calls for "The amount to be 
deducted for Deductive Alternate 1 - 
Builder's Risk Insurance, the total price 
of Item 25, is: ". The Bid Schedule on 

Specification Section 00410 1.04 and 
Section 01025 1.05(A) are edited to 
include 19 items. See Addendum 4. 
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Page 5 includes Items 1 through18. 
Please clarify the form information. 

 

27. Please clarify if the paved site 
restoration bid items are established for 
the base bid work or are they set up to 
be used for areas outside the base bid 
scope of work. 

Paved site restoration bid line items are 
to be used for installation of pavement on 
the project. These items are not included 
in the Base Bid Item No. 1. 

28. The bid form references at the total 
bid line the sum of items 1 thru 25- we 
only see 18 bid items? 

Specification Section 00410 1.04 and 
Section 01025 1.05(A) are edited to 
include 19 items. See Addendum 4. 

29. Are EPA forms for DBE’s required 
with the bid submittal or can they be 
submitted post bid? 

Yes, refer to Specification Section 00300 
1.16. 

30. The contract completion of 365 
calendar days is aggressive due to site 
preparation, drilled shafts, tank 
construction and then finish work. Can 
more time be allowed for the 
completion time? 

Contract time for substantial completion is 
extended to five hundred and forty-eight 
(548) consecutive calendar days. See 
Addendum No. 4. 

31. There are two contract allowances set 
up in the bid- one at $1-million for 
Miscellaneous Site Improvements and 
another to be determined amount for 
the Intellimodus Scada allowance. Can 
the total of these two allowances be 
deducted from the contract value for 
DBE participation goal percentages? 
We cannot seek out DBE participation 
for unknown Miscellaneous Site 
Improvements and the Intellimodus 
allowance is pre-determined to go 
direct to Intellimodus. 

The DBE participation rates are a goal, 
not a requirement and shall be calculated 
using the entire contract amount. 

32. The specifications make reference to 
Consent Decree damages- what are 
these? Are these above the listed 
$1,000 per day liquidated damages? 

Yes, damages incurred by the Owner due 
to noncompliance with the Consent 
Decree, as described in Specification 
Section 00100 1.14, are additional to the 
$1,000 per day liquidated damages. 

 
West Hickman WWS – Phase 2 is a 
LFUCG Consent Decree project. 
Following is language from the Consent 
Decree with respect to stipulated 
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 penalties for failure to complete this 

project on schedule. 
 
For each day LFUCG fails to timely 
complete projects required in Section VII 
of the Consent Decree (compliance 
Requirements Relating to Sanitary Sewer 
System) in accordance with the schedule 
set forth in the Consent Decree or in an 
approved compliance program, LFUCG 
may be assessed stipulated penalties for 
each such project as follows: 

 
Period beyond 
Penalty per Completion Date 
Violation per Day 
1-30 days 
$1,000.00 
31-60 days 
$1,500.00 
61-120 days 
$2,000.00 
More than 120 days $3,000.00 

 
In addition, for the circumstances 
described below, LFUCG may be 
assessed stipulated penalties as 
specified below: 
(i) For any recurring SSO that occurs 
at a location identified on Appendix A for 
which a project has been identified to 
eliminate the Recurring SSO under a 
Capital Improvement Project of the 
Sanitary Sewer System and WWTP 
Remedial Measures Plan after the SSO 
elimination deadline specified for the 
location, $1,000 per SSO of less than 
5,000 gallons, $2,000 per SSO of 5,000 
gallons to 100,000 gallons, $5,000 per 
SSO of more than 100,000 gallons. 
There are no Appendix A SSO’s 
related to this project. 
(ii) For wet weather Unpermitted 
Bypasses at the WWTPs, $3,000 per 
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 bypass occurring after the deadline 

established for eliminating such bypasses 
under the Sanitary Sewer System and 
WWTP Remedial Measures Plan. 
(iii) For any other violation of Section 
VII of this Decree, $500 per day per 
violation. 

33. Is xypex required for the cast in place 
valve vault? 

Xypex is not required as an admixture for 
the cast-in-place discharge valve vault 

34. Is pvc pipe acceptable for the NPW 
line? 

See Specification Section 02505 Part 2 – 
Products for acceptable NPW piping 
materials. 

35. Please clarify the deductive bid item 
for Builders Risk Insurance- contractors 
are to include this cost in the lump sum 
base bid item #1 and then show this as 
a deductive alternate- correct? This 
also means that bid item #18 will be a 
negative amount- correct? Taking this a 
step further, if the base bid includes a 
deduct for this, the amount to be 
deducted as shown at the bottom of the 
bid proposal is for information only and 
will not be deducted “twice”- correct? 

Bidder is to include the cost for the 
builder’s Risk Insurance in Bid Item No. 
18 and include this cost in the total sum. 
If the Owner makes a decision to waive 
the requirement for Builder’s Risk 
Insurance this amount will be deducted 
from the total contract price prior to award 
of contract. This amount will not be 
deducted twice. 

36. Minutes from the prebid contained in 
addendum #3 included language about 
the contractor's responsibility to get 
Federal Wage Rate determinations for 
rates not included in the specifications. 
There are multiple sources for wage 
rates- can a final/revised wage rate 
determination be issued so all 
contractors have the same information? 
If not, are we to assume that current 
KYTC wage rate determination is 
applicable/sufficient? 

This project is funded through the Clean 
Water State Revolving Fund. A 
requirement of the funding is that the 
Contractor and his subcontractors pay 
each worker not less that the prevailing 
wages in accordance with Federal Wage 
Rates as determined by the US 
Department of Labor and the Davis- 
Bacon and Related Acts. These wage 
rates are included in Specification Section 
00820. If a Contractor or Subcontractor 
uses a craft or trade that is not included in 
the published wage rates, it is the 
Contractor’s responsibility to obtain a 
Federal Wage Rate determination for this 
particular craft or trade. 

37. Drawing S-2111 within the Plans 
states that “TANK FOUNDATION 
PLANS AND DETAILS SHOW 
MINIMUM REQUIREMENTS FOR 

Bids shall be based on the minimum 
drilled shaft diameter and layout shown in 
the drawings. Alternate shaft size and 
spacing may be proposed by the tank 
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BIDDING PURPOSES ONLY. THE 
TANK MANUFACTURER IS FULLY 
RESPONSIBLE FOR THE DESIGN OF 
THE PRESTRESSED CONCRETE 
TANK AS WELL AS THE 
FOUNDATION THAT IT IS 
SUPPORTED ON. 
Will foundation designs which utilize 
alternative drilled shaft diameters 
and/or arrangement be permissible so 
long as the proposed design meets the 
same minimum requirements as 
detailed by the Plans & Specs? 

manufacturer as part of their design after 
the bid is awarded, however the alternate 
design shall not compromise the 
minimum floor slab thickness. Alternate 
designs proposed by the Contractor shall 
be reviewed and approved by the 
Engineer prior to commencing with the 
final design of the prestressed tank. 

38. Please establish a unit-price (per Ton) 
bid item in the Bid Schedule for the #57 
Stone to be installed beneath the tank 
floor. The variable thickness of this 
material, and the unknown conditions 
that will be encountered, make it nearly 
impossible to identify an accurate 
quantity for the item. 

A unit price bid item is added to the bid 
form for the #57 stone installed beneath 
tank floor. See Addendum No. 4. 

39. In the Bid Schedule in Section 00410, 
Item No. 9 is "Paved Site Restoration: 
Bituminous Concrete Full Width Full 
Depth". Please confirm this item will be 
used to pay for the work associated 
with Key Notes 1 and 3 on Sheet C- 
2100. 

Yes, Item No. 9 on the Bid Form is to be 
used for Bituminous Concrete Full 
Width/Full Depth pavement 

40. Given the current (and expected 
future) conditions with excessive and 
unpredictable lead times for materials 
(specifically, pipe fittings), and the 
construction times necessary to 
perform the work, 12 months is 
insufficient time for this project. Please 
revise the schedule to allow 17 months 
to Substantial Completion and 18 
months to Final Completion. 

Contract time for substantial completion is 
extended to five hundred and forty-eight 
(548) consecutive calendar days. See 
Addendum No. 4. 

41. In the Bid Schedule in Section 00410, 
Item No. 10 is "Paved Site Restoration: 
Bituminous Concrete - Asphalt 
Overlay". The description of this item in 
Section 01025 differs from the 
description in Key Note 2 on Sheet C- 

See Addendum 4. Intent is to replace, as 
necessary, damaged existing asphalt by 
removal and replacement of base and 
surface asphalt courses. Payment for 
this work is included in Item No. 10. Any 
necessary repairs to the subgrade under 
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2100. Please clarify the intended scope 
of work, the measurement and 
payment terms, and the location of this 
work. (The description in Section 01025 
implies an asphalt overlay with 
bituminous surface. Key Note 2 
describes removal of the existing 
asphalt base and surface courses, and 
repair of the subgrade.) 

the existing asphalt is included in Item 
No. 13 of the Bid Form 

42. In the Bid Schedule in Section 00410, 
Item No. 13 is "Roadway Subgrade 
Repairs". Please confirm this item will 
apply for work on the existing unpaved 
portion of the access road from 
Ashgrove Pike to the existing pavement 
near the South Tank. 

Bid Item No. 13 is intended to be used for 
subgrade repairs for the access road from 
Ashgrove Pike on the existing unpaved 
portion. It is also intended to be used for 
the paved portion of the access road from 
Ashgrove Pike in the event the subgrade 
requires restoration when pavement 
removal and replacement work is 
performed. 

43. In the Bid Schedule in Section 00410, 
Item No. 11 is "Paved Site Restoration 
- Asphalt Milling". The description of 
this item in Section 01025 implies 
asphalt pavement milling to an average 
depth of 1-1/2". Where is this work 
intended to be performed? 

Asphalt Milling may be performed at the 
discretion of the Owner. Bidders shall 
provide a unit price for the Approximate 
Quantity listed on the Bid Form. 

44. On Sheet C-0201, Note 1 references 
Section 02373, pertaining to Stream 
Bank Restoration. Section 02373 is not 
found in the bid documents. Please 
clarify. 

See Addendum No. 4. Section 02373 – 
Stream Bank Restoration is added to the 
Specifications. 

45. Notes on various drawings (C-2015 
and S-2311, primarily) describe the 
expected work associated with the 
subgrade of the new tank. These notes 
differ with each other in some 
instances. Note 6 on Sheet C-2105 
indicates the tank floor subgrade shall 
be prepared in accordance with Section 
13200, which describes different 
requirements. Please clarify the 
requirements for preparation of the tank 
floor subgrade,and provide applicable 
unit-price Bid Items to pay for the work. 

See Addendum No. 4. Specification 
Section13200 3.02 A.2 and Sheet S- 
2311, Detail 1, Note 2 clarified. 
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46. Please provide the location of the 

desired equipment, parking & material 
laydown area on the site. 

The awarded Bidder shall coordinate 
laydown areas with the Owner prior to 
commencement of construction activities. 
These areas shall be on the Owner’s 
property within proximity of the project. 
Existing paved areas or structure 
surfaces are not to be used for parking or 
material storage. Any disturbed areas 
shall be restored per the Contract 
Documents. 

47. Please clarify if the non-paved 
restoration bid items are established for 
the base bid work or are they set up to 
be used for areas outside the base bid 
scope of work. 

Non-paved restoration work on the 
project is to be included in Bid Items No. 
5, 6, and 7. 

48. On Sheet C-0201, and Sheet C-9003, 
Stream Bank Restoration is mentioned. 
Detail 7 on Sheet C-9003 depicts this 
work as being associated with sewer 
pipe crossing a stream and the 
restoration work on the banks. We find 
no location where new sewer pipe 
crosses a stream in this project. Please 
clarify. 

There are no utility stream crossings 
proposed in the Project. Sheet C-0201 
and detail 7 on Sheet C-9003 are to be 
used for streambank restoration along the 
Unnamed Tributary to West Hickman 
Creek as shown on Sheet C-0201. 

49. Section 13200, Article 2.10 calls for 
the rectangular manholes to be 1’5” x 
4’4”. Sheet D-2108 shows a hinged 
manhole with 2’0” x 4’4” opening. 
Please clarify which manhole is 
required. 

Provide 2’-0”x4’-4” manholes for interior 
access. See Addendum No. 4. 

50. Please provide water quality 
information on the plant water available 
at the tank site. Specifically, ASTM C 
94 recommends: 
• Chlorides as Cl below 500 ppm 
• Sulfate as SO4 below 3,000 ppm 
• Total solids below 50,000 ppm 
• Alkalies as (Na2O+0.658 K2O) below 
600 ppm 

Related water quality data will be 
provided to the successful bidder. 

51. Section 13200, Article 2.09 calls for 
the seismic cables to be protected with 
a fusion-bonded, grit impregnated 
epoxy coating. We have had problems 
with this coating breaking loose from 

Galvanized Seismic cables are an 
acceptable alternate to epoxy-coated 
cables. See Addendum No. 4 
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the cables. Please revise the 
specification to call for galvanizing in 
accordance with ASTM A475 or ASTM 
A603 with a minimum Class A weight 
per unit of uncoated wire surface. 

 

52. Drawing Sheet D-2106 shows three 
(3) 10’-10” square aluminum access 
hatches are required, but Drawing 
Sheet D-2101 only shows two (2). 
Please confirm how many aluminum 
10’-10” access hatches are required. 

Three (3) 10’-10” square aluminum 
hatches are required; above 54-inch 
overflow, 54-inch consecutive fill 
overflow, and 60-inch inlet. One (1) 
access hatch with aluminum cover and 
FRP safety grating is required. See 
Addendum 4. 

53. Will Auma be an approved equal 
electric motor operator? 

Sheet D-2131 – North WWS Discharge 
Valve Vault – Does the electric motor 
operator need to be explosion proof? Is 
so, please advise what class, division 
and group it needs to meet. 

Please advise the stem guide material 
required. 

Spec Section 11290-5 – Couplings and 
Adapters – Smith Blair 913’s are listed 
as acceptable for flange coupling 
adapters in sizes 3”-24”. Will they be 
acceptable for the 36” flanged coupling 
adapters as well? 

No equipment “or equal” approvals will be 
provided prior to bidding. 
24-inch plug valve operator shown on 
Sheet D-2131 shall be suitable for use in 
Class 1, Division 2 requirements 
environments. 

 
 
Stem guide material shall be 316 
stainless steel. 

 
Yes, Smith Blair 36” 913 flange coupling 
adapter is acceptable. 

 
See Addendum No. 4. 

54. Section 13200, Article 2.10 references 
an aluminum ventilator. I do not find a 
detail on the drawings for this. The 
existing tank has a 30” wall pipe and 
blind flange for connection of future 
odor control. For the new tank, please 
clarify if a ventilator is required or if we 
should match the existing tank. 

Match existing, provide 30-inch stainless 
steel flanged dome pipe with ½-inch thick 
316 stainless steel cover. See 
Addendum No. 4. 

55. Section 13200, Article 2.10 and the 
drawings indicate the hatch covers be 
fabricated from aluminum. The existing 
tank has fiberglass hatch covers. Is it 
acceptable to provide fiberglass hatch 
covers for the new tank? 

All hatch covers shall be aluminum per 
Specification Section 13200 2.10 and the 
Contract Drawings. 

56. Section 13200, Article 2.10 calls for 
the liquid level indicator to be fabricated 
from aluminum. These are typically 

Liquid level indicator not required. See 
Addendum No. 4. 
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fiberglass the same as the one on the 
existing tank. Is fiberglass acceptable 
for the liquid level indicator? 

 

57. Specification 08370, Access Hatches 
calls for the tank dome hatches to be 
manufactured by the Bilco Company or 
approved equal. However, these are 
not the style of hatches shown on 
Drawing Sheet D-2106. Please confirm 
that the Bilco Company or approved 
equal shall be used for the two 6’ 
square access hatches. 

Tank access hatches shall be constructed 
and installed per the details on Sheet D- 
2106 and in accordance with 
Specification Section 13200. 

58. Drawing Sheet D-2102, Detail B, 
shows the hinged manhole centerlines 
at elevation 927.50. However, Drawing 
Sheet D-2108, Detail 3, shows the 
centerlines at elevation 928.00. Please 
confirm that elevation 928.00 is correct. 

Centerline elevation is to be 927.50. See 
Addendum No. 4. 

59. Section 1.06 Design Criteria, Part D 
states “Vertical reinforcing steel in the 
outside face of the core wall shall be: 
minimum of #4 bars at 12" center to 
center.” This is not applicable for tanks 
of Type III construction. Please verify 
that this does not apply to Type III 
tanks. 

Comply with AWWA D110 for design and 
construction of Type III prestressed 
concrete tanks. Final design of the tank 
will be reviewed and verified during the 
submittal process, after the bid is 
awarded. 

60. Drawing Sheet E-2102 shows a 
complete lightning protection system 
for the proposed Wet Weather Storage 
Tank. Please be aware that bonding to 
any reinforcing encased tank concrete 
is not recommended and shall not be 
allowed, per the tank manufacturer. All 
bonding shall be done by using air 
terminals on the top of the tank wall 
with PVC conduit adhered to the 
exterior tank wall. 
Electrical grounding to the reinforcing 
of a prestressed concrete tank is 
prohibited by AWWA D110-13 per 
Section 5.16. Items requiring 
grounding, such as lightning protection, 
are required to be a separate system 
with its own ground connections. 

The Project plans and Specifications do 
not call for grounding to be bonded to 
tank reinforcing steel. 
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Excerpts of the referenced sections are 
provided below. 
AWWA D110-13, Sec. 5.16 – Electrical 
grounding to non-prestressed 
reinforcing steel or prestressed 
reinforcement for any equipment or 
electrical service shall be strictly 
prohibited. 
AWWA D110-13, Sec. 5.17 – Lightning 
protection, if required, shall be a 
separate system with its own ground 
connections. 

 

61. Please confirm that no interior 
coatings are required for the Wet 
Weather Storage Tank per 
Specification 09961, Section 1.02 P12. 

Specification Section 13200 1.02 (P)(12) - 
Interior concrete surfaces of tanks and 
basins, immersed and exposed not to be 
painted. 

62. Section 1.06 Design Criteria, Part D 
states “The inside face of the core wall 
shall utilize the diaphragm as effective 
reinforcing.” This is not applicable for 
tanks of Type III construction. Please 
verify that this does not apply to Type 
III tanks. 

Per AWWA D110, the steel diaphragm 
may be used to contribute to the vertical 
reinforcement of the wall. Design to be in 
accordance with AWWA D110. 

63. Galvanized steel shell diaphragms are 
not standard for Type III tank 
construction. Please confirm 
galvanized steel shell diaphragms are 
not required to be used for tanks built 
to Type III construction methods. 

A galvanized steel diaphragm shall be 
provided as indicated in the drawings and 
specifications. 

64. Section 1.06 Design Criteria, Part F 
states “Circumferential prestressing of 
the tank shall be achieved by the 
application of cold-drawn, high-carbon 
steel wire complying with ASTM 
A821/A821M Type B, placed under 
high tension.” Please confirm that Type 
A prestressing wire is permissible for 
Type III tanks. Please confirm this also 
applies to Section 2.04, Part A. 

Comply with AWWA D110 for design and 
construction of Type III prestressed 
concrete tanks. Final design of the tank 
will be reviewed and verified during the 
submittal process, after the bid is 
awarded. 

65. Section 1.06 Design Criteria, Part D, 
Subpart 7 c (1) is a manufacturer 
specific requirement. This is not 
standard for tanks of Type III 
construction. Please confirm this does 

Question not clear. Specification Section 
13200 1.06 (D)(7)(c) does not exist. 
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not apply to tanks of Type III 
construction. 

 

66. Section 2.02, Part F defines minimum 
qualities of concrete mixes to be of a 
compressive strength of 4500 psi for 
the floor. Will a mix design with a 
minimum compressive strength of 3500 
psi be permissible? 

Specification Section 13200 2.02 F - 
Concrete placed for the tank floor will 
have a minimum 28 day compressive 
strength of 4,500 psi. 3,500 psi is not 
permissible. 

67. Section 2.06 Galvanized Steel 
Diaphragm, Part E states “In all tanks 
designed to use a waterstop at the 
floor/wall joint, the steel shell 
diaphragm shall be epoxy bonded to 
the waterstop.” This is not applicable 
for tanks of Type III construction. 
Please confirm this is not a requirement 
for Type III tanks designed to use a 
waterstop. 

Section 2.06, Part E is specific to a Type 
II prestressed concrete tank. The 
waterstop for a Type III tank may be cast 
in a concrete curb that is poured against 
the wall at floor level in accordance with 
AWWA D110. 

68. Section 2.03, Part F defines minimum 
qualities of shotcrete mixes to be of a 
minimum air content of 6% +/- 1.5%. 
Please confirm a minimum of 4% +/- 
1.5% is permissible for the corewall for 
Type III tanks. 

Target air content for shotcrete mixes 
shall be 6% +/- 1.5% due to exposure to 
freeze-thaw cycles. 

69. Section 2.02, Part F defines minimum 
qualities of concrete mixes to be of a 
minimum air content of 6% +/- 1.5%. 
Please confirm a minimum of 4% +/- 
1.5% is permissible for both the floor 
and dome for Type III tanks. 

Target air content for floor and dome 
concrete mixes shall be 6% +/- 1.5% due 
to exposure to freeze-thaw cycles. 

70. Section 2.08 Epoxy, Part A defines 
material requirements for epoxy used 
to seam the diaphragm of type II tanks. 
This is not applicable for tanks of Type 
III construction. Please confirm this 
does not apply to Type III tanks. 

Per AWWA D110, sealants used in steel 
diaphragm joints shall be polysulfide, 
polyurethane, urethane elastomeric, or 
epoxy and shall provide water-tightness 
under full tank head. 

71. Will the following be a permissible 
exterior coating? 
Tammscoat Smooth, Euclid Chemical 
Company, Cleveland, Ohio. 

No exterior coatings 

72. Section 3.02 Installation, Part A, 
Subpart 8 states “The floor shall 
receive a light broom finish.” Will a 

Tank floor shall receive a light broom 
finish per the Specification. 
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fresno finish be permissible for Type III 
tanks? 

 

73. Will the following be an acceptable 
method of verification for prestressing 
wire tension? 

 
The stressing system shall be capable 
of consistently producing a stress at 
any point around the wall, within a +/- 7 
percent tolerance of the specified initial 
stress. A calibrated stress-measuring 
device which can be easily recalibrated 
shall be used to determine wire stress 
levels frequently throughout the 
wrapping process. At least one stress 
reading for every coil or foot of wall 
height shall be taken immediately after 
application on the wall, and all such 
readings shall be on straight lengths of 
wire. A written record of stress readings 
shall be maintained. 

The proposed method complies with 
AWWA D110 and therefore is acceptable. 

74. AWWA D110 requires minimum 
shotcrete cover between layers to be 
¼”. Please verify this ¼” standard shall 
replace areas in the specification where 
1/8” is referenced, such as Section 
3.02 Installation, Part F, Subpart 7. 

Provide the minimum shotcrete cover 
required per AWWA D110. to respond 

75. Section 3.02 Installation, Part E states 
that, “The dome shall be water cured 
for a minimum 7 days after casting or 
until dome band prestressing is 
completed. This is not standard for 
Type III construction. Will it be 
permissible to utilize the curing agent 
Ultrasil DC9 in lieu of water curing the 
dome for 7 days? 

Per AWWA D110, the dome roof shall be 
water cured continuously for 7 days. 
Follow the requirements of ACI 308R 
from the time the shotcrete has taken 
initial set. 

76. Will a natural gun finish be 
permissible for shotcrete covercoat? 

No, natural gun finish is not acceptable. 

77. Section 3.02 Installation, Part I States 
that “All coatings shall be applied a 
minimum of 28 days after final 
application of concrete or shotcrete. 
This is not standard construction 
practice for Type III. Preload has 

No exterior coatings. 
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documentation from Euclid Chemical 
Company confirming that Tammscoat 
can be applied to new shotcrete as 
early as 3 days, given that 
temperatures are 60 degrees and 
above. Will this application schedule of 
coatings be permissible? 

 

78. Please verify that concrete cylinders 
are a permissible way of capturing 
concrete for sample testing rather than 
24” x 24” panel molds. 

Cylinders are not acceptable for shotcrete 
testing. Shotcrete shall be testing per 
Specification Section 13200 3.03 A. 

 
 
 
 

1. DRAWINGS 
 

A. DRAWING SHEET G-0003 
 

Delete Erosion and Sediment Control Note No. 3 and replace with the following: 
 

“3. The Contractor shall implement the approved Stormwater Pollution Prevention Plan 
(SWPPP). The erosion control measures shown on Sheets C-0101 and C-0102 and in 
the Specifications are given as minimum erosion control measures. The Contractor shall 
develop and have approved its own SWPPP. The Contractor’s Subcontractors shall be 
signatory to the approved SWPPP.” 

 
B. DRAWING SHEET G-0004 

 
Add the following notes to Earthwork, Grading, Stabilization, Paving, and Drainage 
section: 

 
“25. Non-paved Site Restoration Method B shall be used on all areas not exceeding 5% 
grade. 

 
26. Non-paved Site Restoration Method C with erosion control blanket shall be used on 
all disturbed areas 5% or steeper grade.” 

 
C. DRAWING SHEET C-2102 

 
The second Note No. 3 is revised to Note No. 4 as follows: 

 
“4. Contractor to provide topsoil, 6-inch depth minimum, and restoration Method C in 
previously disturbed area between toe of proposed grading and limits of disturbance 
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(approximately 4,500 SY).” 
 

D. DRAWING SHEET D-2102 
 

Elevation-Section A – delete note “Center Dome Vent As Required” and replace with the 
following: 

 
“Install 30-inch stainless steel flanged dome pipe with ½-inch thick 316 stainless steel 
cover extend pipe 12-inches above exterior dome surface and mount flush with interior 
surface.” 

 
E. DRAWING SHEET D-2108 

 
Detail 3 – Delete reference “EL. SS Wall Manhole 928” and replace with the following” 

“EL. SS Wall Manhole 927.5” 

F. DRAWING SHEET D-2131 
 

Section A – Add the following note to 24” Plug Valve Operator reference and leader: 
 

“Plug Valve Operator shall be suitable for use in Class1, Division 2 areas, Stem, Stem 
guide and accessories shall be 316 stainless steel.” 

 
G. DRAWING SHEET S-2101 

 
Note reference 2/D-2106, delete “(2 REQ.)” and replace with “(1 REQ.)” 

 
Delete note and leader “Access Hatch with Aluminum Cover and FRP Safety Grating” 
referencing hatch above 60” DIP Inlet. 

 
H. DRAWING SHEET S-2311 

 
Delete Note 2 on Detail 1 and replace with the following: 

 
“2. Lean concrete cap only required where existing bedrock surface is encountered 
two feet (2’-0”) or less below bottom of tank floor slab. Where lean concrete cap is 
not required, install nonwoven geotextile fabric to separate #57 drainage stone from 
subgrade.” 

 
 

2. SPECIFICATIONS 
 

A. SPECIFICATION SECTION 00300 – INFORMATION AVAILABLE TO BIDDERS 
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Article 1.01 – Receipt and Opening of Bids 
 

Delete the last sentence of the first paragraph and replace with the following: 
 

“No Bidder may withdraw a Bid within one hundred twenty (120) calendar days after the 
actual time and date of the Bid opening, but OWNER may, in its sole discretion, release any 
Bid and return the Bid Security prior to that date.” 

 
B. SPECIFICATION SECTION 00410 – BID FORM 

 
Article 1.01 – General 

 
Delete the first sentence of the second written paragraph and replace with the following: 
“The Bidder hereby agrees to commence Work under this Contract on a date to be specified 
in a written “Notice to Proceed” of the Owner and to substantially complete the Project 
within five hundred and forty-eight (548) consecutive calendar days.” 

 

C. SPECIFICATION SECTION 00410 – BID FORM 
 

Article 1.04 – Bid Schedule 
 

Delete the first sentence after Bid Schedule table and replace with the following: 
 

“The total bid for West Hickman Wet Weather Storage Facility, the sum of items 1 through 
19, shall be written both in words and numerically.” 

 
See attached updated Specification Section 00410(1.04) – Bid Schedule. 

 
D. SPECIFICATION SECTION 00520 – AGREEMENT (CONTRACT) 

 
Article 1.02 – Time of Completion 

 
Delete the first sentence and replace with the following: 

 
“The time period estimated and authorized by the OWNER for Substantial Completion of 
Work by the AGREEMENT, in full, is hereby fixed as five hundred and forty-eight (548) 
consecutive calendar days.” 
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E. SPECIFICATION SECTION 01025 – MEASUREMENT AND PAYMENT 

 
Article 1.05(A) – Pay Items 

 
Delete the first sentence and replace with the following: 

 
“Item No. 1 – Base Bid for the Construction of the West Hickman Wet Weather Storage 
Facility – Phase 2 per the Contract Documents and Exclusive of Bid Items No. 2 through 19” 

 
F. SPECIFICATION SECTION 01025 – MEASUREMENT AND PAYMENT 

 
Article 1.05(J) – Pay Items 

 
Delete subsection J – Item No. 10 and replace with the following: 

 
“J. Item No. 10 – Paved Site Restoration: Full Width Paving Street – Asphalt Removal and 
Replacement 

 
1. Measurement shall be on the basis of square yard of asphalt placed. 
2. This item includes all materials, equipment, labor, hauling, testing and incidentals 

required for the Contractor to remove and replace asphalt paving in accordance 
with the Contract Documents. This includes removal and replacement of asphalt 
base and surface courses, and filling joints as required. The pavement restoration 
shall be in accordance with the General Notes and will include the Bituminous Base 
and Bituminous Surface at specified thicknesses. This pay item will only be used for 
the asphalt replaced along the existing asphalt access road from Ashgrove Pike to 
the limits shown on the Contract Drawings. 

3. Payment for this item will be on the basis of the unit price per square yard of 
asphalt replaced, complete in place ready for vehicle use. 

 
G. SPECIFICATION SECTION 01025 – MEASUREMENT AND PAYMENT 

 
Article 1.05(S) – Pay Items 

Add the following Article S – Item No. 19 – No. 57 Stone Under Tank 

“Item No. 19 – No. 57 Crushed Stone Under Tank 
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1. Measurement shall be on the basis of tons of No. 57 Stone installed. Weight tickets 
shall be provided for each load delivered and installed for placement under the 
tank. 

2. This item includes all materials, equipment, labor, hauling, installation, and 
incidentals required for the Contractor to place the No. 57 crushed stone under the 
tank in accordance with the drawings and specifications. This pay item will only be 
used for the crushed stone to be placed under the tank. All stone for other 
purposed is to be included associated bid item. 

3. Payment for this item will be on the basis of the unit price per ton of No. 57 crushed 
stone installed. 

 
H. SPECIFICAITON SECTION 02373 – STREAM CROSSINGS, STREAMBANK RESTORATION, AND 

STREAM BUFFER RESTORATION 
 

Add attached Specification 02373 - Stream Crossings, Streambank Restoration, and Stream 
Buffer Restoration to the Specifications. 

 
I. SPECIFICATION SECTION 13200 – PRESTRESSED CONCRETE STORAGE TANK 

 
Article 1.06(C)(2) – Tank Foundation 

 
Delete Item 2 reference to “Section 1.07B” and replace with the following: 
“Section 1.06B” 

 
J. SPECIFICATION SECTION 13200 – PRESTRESSED CONCRETE STORAGE TANK 

 
Article 1.06(C)(7) – Tank Foundation 

 
Delete Item 7 first sentence reference to “Section 1.07B” and replace with the following: 

“Section 1.06B” 

K. SPECIFICATION SECTION 13200 – PRESTRESSED CONCRETE STORAGE TANK 
 

Article 2.06(E) – Galvanized Steel Diaphragm 
 

Add the following sentence at the end of 2.06(E): 



MAYOR LINDA GORTON TODD SLATIN 

DIRECTOR 

CENTRAL PURCHASING 

125 Lisle Industrial Ave., Suite 180, Lexington, KY 40511 / 859.425.2400 Phone / 859.254.7787 Fax / lexingtonky.gov 

 

 

 
“Sealants used for Type III steel diaphragm joints shall be polysulfide, polyurethane, 
urethane elastomeric, or epoxy and shall provide water tightness under full tank head. 

 
L. SPECIFICATION SECTION 13200 – PRESTRESSED CONCRETE STORAGE TANK 

 
Article 2.09(B) – Seismic Restraint Cables 

 
Add the following at the end of first sentence: 

 
“or it shall be galvanized conforming to ASTM A475, with a minimum weight per unit of 
uncoated wire surface of class A of these Standards. If galvanized, only hot-dipped 
galvanized shall be permitted. 

 
M. SPECIFICATION SECTION 13200 – PRESTRESSED CONCRETE STORAGE TANK 

 
Article 2.10(A) – Tank Accessories 

 
In the first sentence delete 1’5” x 4’ 4” and replace with the following: 
“2’-0” x 4’-4”” 

 
N. SPECIFICATION SECTION 13200 – PRESTRESSED CONCRETE STORAGE TANK 

 
Article 2.10(C) – Tank Accessories 

Delete and replace with the following: 

“C. Roof hatch cover, and roof ventilator shall be fabricated from aluminum with Type 316 
stainless steel fasteners.” 

 
O. SPECIFICATION SECTION 13200 – PRESTRESSED CONCRETE STORAGE TANK 

 
Article 2.11 – Coatings 

Delete section. 

P. SPECIFICATION SECTION 13200 – PRESTRESSED CONCRETE STORAGE TANK 
 

Article 3.02(A)(2) – Installation 
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Delete and the second and third sentence and replace with the following: 

 
“Where bedrock is encountered 2 feet or less below bottom of floor elevation, bedrock shall be 
excavated to 2 feet below bottom of floor elevation and a lean concrete cap, 12-inch minimum 
depth, shall be placed between bedrock and #57 stone layer, 12-inch minimum depth, as shown in 
the contract drawings. Where bedrock is not encountered, place compacted fill to subgrade elevation 
with nonwoven geotextile to separate #57 stone layer from subgrade as shown in the contract 
drawings.” 

 
Q. SPECIFICATION SECTION APPENDIX E – ALLOWANCES: MANUFACTURER’S PROPOSALS 

 
Add attached Sole Source Scope for Intellimodus (SCADA integration) to Appendix E 

 

  
Todd Slatin, Director 
Division of Central Purchasing 

 
All other terms and conditions of the Bid and specifications are unchanged. 
This letter should be signed, attached to and become a part of your Bid. 

 
COMPANY NAME:    

 

ADDRESS:    
 

SIGNATURE OF BIDDER:    
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SECTION 00410 – BID FORM 
 

West Hickman Wet Weather Storage – Phase 2 
 

Division of Water Quality 
Lexington-Fayette Urban County Government 

 
LFUCG Bid No. 71-2021 

 

1.01 GENERAL 
 
 

Place: Lexington, Kentucky Date:    
 

The following Bid Form shall be followed exactly in submitting a Bid for this Work. 
 

This Bid Form Submitted by    
 
 

(Name and Address of Bidder) 

(Hereinafter called "Bidder"), organized and existing under the laws of the State of , doing 

business as     
"a corporation," "a partnership", or an "individual" as applicable 

 
To: Lexington-Fayette Urban County Government 

(Hereinafter called "Owner" 
Office of the Director of Central Purchasing 
200 East Main Street, Room 338 
Lexington, KY 40507 

 
The Bidder, in compliance with your Advertisement for Bids for the West Hickman Wet Weather Storage 
– Phase 2, Lexington, Kentucky, having examined the Contract Documents including the Plans and 
Specifications with related documents, having examined the site for proposed Work, and being familiar 
with all of the conditions and any and all addendums surrounding the construction of the proposed 
Project, including the availability of materials and labor, hereby proposes to furnish all labor, materials, 
and supplies, and to construct the Project in accordance with the Contract Documents, within the time set 
forth therein, and at the lump sum stated hereinafter. These prices are to cover all expenses incurred in 
performing the Work required under the Contract Documents, of which this Bid is a part. 

 
The Bidder hereby agrees to commence Work under this Contract on a date to be specified in a written 
"Notice to Proceed" of the Owner and to substantially complete the Project within five hundred and forty- 
eight (548) consecutive calendar days. Bidder further agrees to pay liquidated damages, the sum of one 
thousand dollars and zero cents ($1,000.00) for each consecutive day thereafter. 

 

The Bidder hereby acknowledges receipt of the following addenda: 
 

Addendum No. Date ; Addendum No. Date    
 

Addendum No. Date ; Addendum No. Date    
 

Addendum No. Date ; Addendum No. Date    
 

Addendum No. Date ; Addendum No. Date    
 

Insert above the number and the date of any Addendum issued and received. If none has been issued 
and received, the word "NONE" should be inserted. 
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1.02 LEGAL STATUS OF BIDDER 
 

Bidder   
_ 

 
Date   

 
 

*A. A corporation duly organized and doing business under the laws of the State of 
 

  , for whom  , 

bearing the official title of , whose 

signature is affixed to this Bid is duly authorized to execute contracts. 

 
*B. A Partnership, all of the members of which, with addresses are: (Designate general partners 

as such) 
 
 
 
 
 
 
 
 
 
 
 

*C. An individual, whose signature is affixed to this Bid. (Print name) 
 
 
 
 
 
 
 
 
 
 
 
 

* The Bidder shall fill out the appropriate form and strike out the other two. 
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1.03 BIDDERS AFFIDAVIT 
 
 

Comes the Affiant, , and after being first 

duly sworn, states under penalty of perjury as follows: 

 
A. His/her name is and 

he/she is the individual submitting the Bid or is the authorized representative of 
 

, the entity submitting 
the Bid (hereinafter referred to as "Bidder"). 

 

B. Bidder will pay all taxes and fees, which are owed to the Lexington-Fayette Urban County 
Government at the time the Bid is submitted, prior to award of the Agreement and will 
maintain a "current" status in regard to those taxes and fees during the life of the Agreement. 

 
C. Bidder will obtain a Lexington-Fayette Urban County Government business license, if 

applicable, prior to award of the Agreement. 
 

D. Bidder has authorized the Division of Central Purchasing to verify the above-mentioned 
information with the Division of Revenue and to disclose to the Urban County Council that 
taxes and/or fees are delinquent or that a business license has not been obtained. 

 
E. Bidder has not knowingly violated any provision of the campaign finance laws of the 

Commonwealth of Kentucky within the past five (5) years and the award of an Agreement to 
the Bidder will not violate any provision of the campaign finance laws of the Commonwealth. 

 
F. Bidder has not knowingly violated any provision of Chapter 25 of the Lexington-Fayette 

Urban County Government Code of Ordinances, known as the "Ethics Act." 
 

G. Bidder acknowledges that "knowingly" for purposes of this Affidavit means, with respect to 
conduct or to circumstances described by a statute or ordinance defining an offense, that a 
person is aware or should have been aware that his/her conduct is of that nature or that the 
circumstance exists. 

 
Further, Affiant sayeth naught. 

 
 

Affiant Signature 
 

STATE OF    

COUNTY OF    

The foregoing instrument was subscribed, sworn to and acknowledged before me by 
 
 

   on this the day of , 20 . 
 
 

My Commission expires:    
 
 
 

NOTARY PUBLIC, STATE AT LARGE 
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1.04 BID SCHEDULE 
 

The Bidder agrees to perform all the Work described in the Specifications and shown on the Plans for the 
following proposed lump sum and/or unit prices, if applicable, which shall include the furnishing of all 
labor, materials, supplies, equipment and/or vehicle usage, services, all items of cost, overhead, taxes 
(federal, state, local), and profit for the Contractor and any Subcontractor involved, within the time set 
forth herein. If unit prices are applicable, Bidder must make the extensions and additions showing the 
total amount of Bid. In all cases of discrepancies or math errors the amount written in for the unit price of 
an item shall govern. 

 
If a discrepancy between the unit price and the item total exists, the unit price prevails except: 

 
If the unit price is illegible, omitted, or the same as the item total, item total prevails and the unit 
price is the quotient of the item total and the quantity. 

 
If the unit price and the item total are illegible or are omitted, the bid may be determined 
nonresponsive. If a lump sum total price is illegible or is omitted, the bid may be determined 
nonresponsive. 

 
For a lump sum based bid, the item total is the bid amount the Owner uses for bid comparison. 

 
For a unit price based bid, the sum of the item totals is the bid amount the Owner uses for bid 
comparison. 

 
The Owner’s decision on the bid amount is final. 

 
The Total Bid Price will be the summed cost of the lump sum items and the unit price items combined. 

All allowances as defined in Section 01210 – Allowances are included in the Bid Schedule. 

All quantities listed in the Bid Schedule are estimates to be used for bid comparisons. Payment for unit 
price items will be paid by actual installed quantities determined during construction. There will be no 
change in unit price based on underrun or overrun of estimated quantities. 

 
The Equipment Manufacturers identified in the Equipment Manufacturers List are the only equipment 
manufacturers/suppliers to be considered in the Bid. There are and will be no other equals considered 
during the bidding phase for these equipment items. The Contractor may select any of the listed 
manufacturers for each item and must circle the selected manufacturer for each item at the time of Bid 
submission. 

 
The design, with the exception of the prestressed concrete tank, was completed based upon the first 
listed manufacturer. The Contractor, at no cost to the Owner, will be responsible for any changes to the 
structures, piping, electrical, instrumentation, or other to accommodate any required changes should a 
vendor other than the first listed be selected in the bid. This will include payment to the Engineer of 
Record, Tetra Tech, for any required redesign. 

 
Bidder must provide a lump sum price for the deductive alternate. Failure to provide a cost for the 
deductive alternate will be considered as unresponsive. 

 
The bidder shall hold the lump sum price for the deductive alternate for 30 calendar days after the start of 
the Notice to Proceed. LFUCG reserves the right, within 30 calendar days after the Notice to Proceed, to 
add to or deduct from the awarded contract amount by change order. 

 
BID SCHEDULE 
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No. Item Unit Approx. 
   Quantity  Unit Price Total Price 

 
 

1 

Base Bid for construction of the West 
Hickman Wet Weather Storage Facility 
and WWTP Improvements per the 
Contract Documents and Exclusive of 
Bid Items No. 2 through 25 

 
 

LS 

 
 

1 

  

2 Allowance: Intellimodus SCADA 
Integration LS 1 $85,774.00 $85,774.00 

3 Drilling of Probe Holes for Competent 
Rock Each 1,000   

4 Engineered Fill – Lean Concrete CY 2,000   
5 Non-Paved Site Restoration: Method A SY 200   
6 Non-Paved Site Restoration: Method B SY 3,000   
7 Non-Paved Site Restoration: Method C SY 8,200   

8 Topsoil Placement Outside Grading 
Limits CY 900   

 
9 

Paved Site Restoration: Bituminous 
Concrete – Full Width Full Depth 
Paving Street 

 
SY 

 
5,400 

  

 
10 

Paved Site Restoration: Bituminous 
Concrete –Asphalt Remove and 
Replace 

 
SY 

 
2,400 

  

11 Paved Site Restoration: Asphalt Milling SY 500   
12 Roadway Ditch Restoration – Riprap LF 500   
13 Roadway Subgrade Repairs CY 1,000   

14 Construct Drilled Shaft Through 
Overburden VLF 3,500   

15 Construct Drilled Shaft Through Rock 
Socket Removal VLF 2,500   

16 Allowance: Miscellaneous Site 
Improvements LS 1 $1,000,000.00 $1,000,000.00 

17 Roadway Asphalt Repair Ton 100   
18 Alternate 1 – Builder’s Risk Insurance LS 1   
19 #57 Stone Under Tank Ton 7,100   

Total Bid Price  

 
 
 
 
 
 

The total bid for West Hickman Wet Weather Storage Facility, the sum of items 1 through 19, shall be 
written both in words and numerically. The Bidders total Bid is: 

 

Dollars 
 

and cents. $ 
 
 
 

The amount to be deducted for Alternate 1 – Builder’s Risk Insurance, the total price of item 18, is: 
 

Dollars 
and cents. $ 
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Equipment Manufacturer 
Item Manufacturer 

Prestressed Concrete Tank Crom 
Preload 
Precon 

Submersible Sump Pumps Zoeller 
Myers 
KSB Amarex 

Plug Valves DeZurik 
Golden Anderson 



00410-7 RMP Specifications - KIA West Hickman WWS – Phase 2 

 

 

Respectfully Submitted, 
 
 

FIRM:    
 

ADDRESS:    
 

CITY/STATE/ZIP:    
 

DATE:    
 

BY:    
(must be original signature) 

 
TITLE:    

 

PHONE: FAX:    
(area code, number & extension) 

 
EMAIL ADDRESS:    

 
 

OFFICIAL ADDRESS AND PHONE: 
 
 
 
 
 

(Seal if Bid is by Corporation) 
 
 

By signing this form you agree to all of the terms and associated forms. 
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1.05 STATEMENT OF BIDDER'S QUALIFICATIONS 
 

The following statement of the Bidder's qualifications is required to be filled in, executed, and 
submitted with the Bid: 

 
A. Name of Bidder:   

 

B. Permanent Place of Business:    
 

C. When Organized:    
 

D. Where Incorporated:    
 

E. Financial Condition: 
 

If specifically requested by the Owner, the apparent low Bidder is required to submit its latest 
three (3) years audited financial statements to the Owner's Division of Central Purchasing 
within seven (7) calendar days following the Bid opening. 

 
F. In the event the Agreement is awarded to the undersigned, Performance, Payment, Erosion 

and Sediment Control, and Warranty bonds will be furnished by: 
 

  (Surety) 
 

Signed: (Representative of Surety) 
 
 

G. The following is a list of similar projects performed by the Bidder: (Attach separate sheet if 
necessary). 

 
NAME LOCATION CONTRACT SUM 

 
 
 
 
 
 
 
 
 
 
 

H. The Bidder has now under contract and bonded the following projects: 
 

NAME LOCATION CONTRACT SUM 
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I. List Key Bidder Personnel who will work on this Project. 
 

NAME POSITION DESCRIPTION NO. OF YEARS 
WITH BIDDER 

 
 
 
 
 
 
 
 
 
 
 
 

J. MWDBE Participation on current bonded projects under contract: 
 

SUBCONTRACTORS PROJECT MWDBE % of WORK 
(LIST) (SPECIFIC TYPE)   

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

(USE ADDITIONAL SHEETS IF NECESSARY) 
 

K. We acknowledge that, if we are the apparent low Bidder, we may be required to submit to the 
Owner within seven (7) calendar days following the Bid Opening, a sworn statement 
regarding all office management and field management personnel. Additionally, if requested 
by the Owner, we will within seven (7) days following the request submit audited financial 
statements and loss history for insurance claims for the three (3) most recent years (or a 
lesser period if stipulated by the Owner) 



00410-10 RMP Specifications - KIA West Hickman WWS – Phase 2 

 

 

1.06 LIST OF PROPOSED SUBCONTRACTORS 
 

The following list of proposed subcontractors is required by the Owner to be executed, completed and 
submitted with the Bid Form. All subcontractors are subject to approval of the Lexington-Fayette Urban 
County Government. Failure to submit this list completely filled out may be cause for rejection of Bid. 

 
 % of 
BRANCH OF WORK** SUBCONTRACTOR MWDBE (yes/no) WORK 
(List each major item) 
 
1.    

 
 

Name:    

 
 

   

 
 

   
 
 

Address:     
 
 
 

2.  Name:          
 
 

Address:     
 
 
 

3.  Name:          
 
 

Address:     
 
 
 

4.  Name:          
 
 

Address:     
 
 
 

5.  Name:          
 
 

Address:     
 
 
 

6.  Name:          
 
 

Address:     
 
 
 

** Such as: Grading, bituminous paving, concrete, seeding and protection, construction staking, etc. 
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1.07 AUTHENTICATION OF BID AND STATEMENT OF NON-COLLUSION AND NON-CONFLICT 
OF INTEREST 

 
I hereby swear (or affirm) under the penalty for false swearing: 

 
A. That I am the Bidder (if the Bidder is an individual), a partner of the Bidder (if the Bidder is a 

partnership), or an officer or employee of the Bidding corporation having authority to sign on 
its behalf (if the Bidder is a corporation); 

 
B. That the attached Bid has been arrived at by the Bidder independently, and has been 

submitted without collusion with, and without any agreement, understanding or planned 
common course of action, with any other contractor, vendor of materials, supplies, equipment 
or services described in the Advertisement for Bid, designed to limit independent bidding or 
competition; 

 
C. That the contents of the Bid or Bids have not been communicated by the Bidder or its 

employees or agents to any person not an employee or agent of the Bidder or its surety on 
any bond furnished, with the Bid or Bids, and will not be communicated to any such person, 
prior to the official opening of the Bid or Bids; 

 
D. That the Bidder is legally entitled to enter into the contracts with the Lexington-Fayette Urban 

County Government, and is not in violation of any prohibited conflict of interest; 
 

E. (Applicable to corporation only) That as a foreign corporation, we are registered with the 
Secretary of State, Commonwealth of Kentucky, and authorized to do business in the 
State or, that as a domestic corporation, we are in good standing with the 
Secretary of State, Commonwealth of Kentucky . [Check the statement applicable.] 

 
F. This offer is for ninety (90) calendar days from the date this Bid is opened. In submitting the 

above, it is expressly agreed that, upon proper acceptance by the Lexington-Fayette Urban 
County Government of any or all items Bid above, an Agreement shall thereby be created 
with respect to the items accepted. 

 
G. That I have fully informed myself regarding the accuracy of the statements made in this 

statement. 
 

H. That I certify that Subcontractors have not and will not be awarded to any firm(s) that have 
been debarred from noncompliance with the Federal Labor Standards, Title VI of the Civil 
Rights Act of 1964 As Amended, Executive Order 11246 As Amended or any other Federal 
Law. 

 
 
 
 

Company Date Representative 
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1.08 STATEMENT OF EXPERIENCE 
 
 

NAME OF INDIVIDUAL:    
 
 

POSITION/TITLE:    
 
 

STATEMENT OF EXPERIENCE:    
 
 
 
 
 
 

NAME OF INDIVIDUAL:    
 
 

POSITION/TITLE:    
 
 

STATEMENT OF EXPERIENCE:    
 
 
 
 
 
 

NAME OF INDIVIDUAL:    
 
 

POSITION/TITLE:    
 
 

STATEMENT OF EXPERIENCE:    
 
 
 
 
 
 

NAME OF INDIVIDUAL:    
 
 

POSITION/TITLE:    
 
 

STATEMENT OF EXPERIENCE:    
 
 
 
 
 
 

* Include all officers, office management, Affirmative Action officials, and field management personnel. 
Attach separate sheets if necessary. 
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1.09 EQUAL OPPORTUNITY AGREEMENT 

The Law 

∗ Title VII of the Civil Rights Act of 1964 (amended 1972) states that it is unlawful for an employer to 
discriminate in employment because of race, color, religion, sex, age (40-70 years) or national origin. 

 
∗ Executive Order No. 11246 on Nondiscrimination under Federal contract prohibits employment 

discrimination by contractor and subcontractor doing business with the Federal Government or 
recipients of Federal funds. This order was later amended by Executive Order No. 11375 to prohibit 
discrimination on the basis of sex. 

 
∗ Section 503 of the Rehabilitation Act of 1973 States: 

 
The Contractor will not discriminate against any employee or applicant for employment because 
of physical or mental handicap. 

 
∗ Section 2012 of the Vietnam Era Veterans Readjustment Act of 1973 requires Affirmative Action on 

behalf of disabled veterans and veterans of the Vietnam Era by contractors having Federal Contracts. 
 
∗ Section 206 (A) of Executive Order 12086, Consolidation of Contract Compliance Functions for Equal 

Employment Opportunity, states: 
 

The Secretary of Labor may investigate the employment practices of any Government contractor 
or sub-contractor to determine whether or not the contractual provisions specified in Section 202 
of this order have been violated. 

 
The Lexington-Fayette Urban County Government practices Equal Opportunity in recruiting, hiring and 
promoting. It is the Government's intent to affirmatively provide employment opportunities for those 
individuals who have previously not been allowed to enter into the mainstream of society. Because of its 
importance to the local Government, this policy carries the full endorsement of the Mayor, 
Commissioners, Directors, and all supervisory personnel. In following this commitment to Equal 
Employment Opportunity and because the Government is the benefactor of the Federal funds, it is both 
against the Urban County Government policy and illegal for the Government to let contracts to companies 
which knowingly or unknowingly practice discrimination in their employment practices. Violation of the 
above mentioned ordinances may cause an Agreement to be canceled and the contractor may be 
declared ineligible for future consideration. 

 
Please sign this statement in the appropriate space acknowledging that you have read and understand 
the provisions contained herein. Return this document as part of your application packet. 

 
Bidders 

 

I/We agree to comply with the Civil Rights Laws listed above that govern employment rights of minorities, 
women, Vietnam veterans, handicapped, and aged persons. 

 
 
 
 

Signature Name of Business 
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The Entity (regardless of whether construction Contractor, non-construction Contractor or supplier) 
agrees to provide equal opportunity in employment for all qualified persons, to prohibit discrimination in 
employment because of race, color, creed, national origin, sex or age, and to promote equal employment 
through a positive, continuing program from itself and each of its sub-contracting agents. This program of 
equal employment opportunity shall apply to every aspect of its employment policies and practices. 

 
The Kentucky Equal Employment Opportunity Act of 1978 (KRS 45.560-45.640) requires that any county, 
city, town, school district, water district, hospital district, or other political subdivision of the state shall 
include in directly or indirectly publicly funded contracts for supplies, materials, services, or equipment 
hereinafter entered into the following provisions: 

 
During the performance of this contract, the contractor agrees as follows: 

 
(1) The contractor will not discriminate against any employee or applicant for employment because of 

race, color, religion, sex, age or national origin; 
 

(2) The contractor will state in all solicitations or advertisements for employees placed by or on 
behalf of the contractors that all qualified applicants will receive consideration for employment 
without regard to race, color, religion, sex, age or national origin; 

 
(3) The contractor will post notices in conspicuous places, available to employees and applicants for 

employment, setting forth the provisions of the non-discrimination clauses required by this 
section; and 

 
(4) The contractor will send a notice to each labor union or representative of workers with which he 

has a collective bargaining agreement or other contract or understanding advising the labor union 
or workers' representative of the contractor's commitments under the nondiscrimination clauses. 

 
The Act further provides: 

 
KRS 45.610. Hiring minorities - Information required 

 
(1) For the length of the contract, each contractor shall hire minorities from other sources within the 

drawing area, should the union with which he has collective bargaining agreements be unwilling 
to supply sufficient minorities to satisfy the agreed upon goals and timetable. 

 
(2) Each contractor shall, for the length of the contract, furnish such information as required by KRS 

45.560 to KRS 45.640 and by such rules, regulations and orders issued pursuant thereto and will 
permit access to all books and records pertaining to his employment practices and work sites by 
the contracting agency and the department for purposes of investigation to ascertain compliance 
with KRS 45.560 to 45.640 and such rules, regulations and orders issued pursuant thereto. 

 
KRS 45.620. Action against contractor - Hiring of minority contractor or subcontractor 

 
(1) If any contractor is found by the department to have engaged in an unlawful practice under this 

chapter during the course of performing under a contract or subcontract covered under KRS 
45.560 to 45.640, the department shall so certify to the contracting agency and such certification 
shall be binding upon the contracting agency unless it is reversed in the course of judicial review. 

 
(2) If the contractor is found to have committed an unlawful practice under KRS 45.560 to 45.640, the 

contracting agency may cancel or terminate the contract, conditioned upon a program for future 
compliance approved by the contracting agency and the department. The contracting agency 
may declare such a contractor ineligible to bid on further contracts with that agency until such 
time as the contractor complies in full with the requirements of KRS 45.560 to 45.640. 

 
(3) The equal employment provisions of KRS 45.560 to 45.640 may be met in part by a contractor by 

subcontracting to a minority contractor or subcontractor. For the provisions of KRS 45.560 to 
45.640, a minority contractor or subcontractor shall mean a business that is owned and controlled 
by one or more persons disadvantaged by racial or ethnic circumstances. 
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KRS 45.630 Termination of existing employee not required, when 
 

Any provision of KRS 45.560 to 45.640 notwithstanding, no contractor shall be required to terminate 
an existing employee upon proof that that employee was employed prior to the date of the contract. 

 
KRS 45.640 Minimum skills 

 
Nothing in KRS 45.560 to 45.640 shall require a contractor to hire anyone who fails to demonstrate 
the minimum skills required to perform a particular job. 

 
In the case of an Agreement exceeding $250,000, the Contractor will be required within seven (7) days 
following the Bid Opening to furnish evidence that its work-force in Kentucky is representative of the 
available work-force in the area from which it draws employees, or to supply an Affirmative Action plan 
which will achieve such representation during the life of the Contract. 
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1.10 MWDBE SUBCONTRACTOR PARTICIPATION FORM 
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1.11 MWDBE SUBCONTRACTOR PERFORMANCE FORM 
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1.12 MWDBE SUBCONTRACTOR UTILIZATION FORM 
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1.13 MWDBE PARTICIPATION POLICY 
 

PROJECT NAME: West Hickman Wet Weather Storage – Phase 2 
Lexington-Fayette Urban County Government 

 

LFUCG BID NO. BID DATE: 
 

A. Name, address and telephone number of contact person on all MWDBE matters: 
 

Prime Contractor’s Name    

Contact Person:    

Address:    

Phone:   Cell:   

Email:    
Total Contract Amount:    

 
B. Total dollar amount/percent of contract of DBE participation:    

 
C. Total dollar amount/percent of contract of MBE participation:    

 
D. Total dollar amount/percent of contract of WBE participation:    

 
E. Are certifications* for each MWDBE subcontractor enclosed; if no, please explain: 

Yes No    

F. Are MWDBE subcontracts or letters of intent signed by both parties enclosed; if no, please 

explain: Yes No     

G. List of DBE Subcontractors: 
 
 
 
 
 
 
 
 
 
 
 

H. 

   

Name    

Contact Person:    

Address:    

Phone:   Cell:   

Email:    

Type of Contract:    

Work to be Done:    
Amount:    

List of MBE Subcontractors: 

Name    

Contact Person:    

Address:    

Phone:   Cell:   

Email:    

Type of Contract:    

Work to be Done:    
Amount:    
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I. List of WBE Subcontractors: 
 

Name    

Contact Person:    

Address:    

Phone:   Cell:   

Email:    

Type of Contract:    

Work to be Done:    
Amount:    

 
Attach additional sheets, if necessary. 
*Self-certification: Self-certification of MWDBE firms will NOT be accepted as a valid form of certification 
of MWDBE status. 

 
J. Information and documentation concerning efforts taken to comply with EPA’s “six good 

faith efforts” 
1. Ensure MWDBE construction firms or material suppliers are made aware of contracting 

opportunities to the fullest extent practicable through outreach and recruitment activities; 
including placing MWDBEs on solicitation lists and soliciting them whenever they are 
potential sources. A good source for a list of MWDBEs is the Kentucky Transportation’s 
website: http://transportation.ky.gov/Civil-Rights-and-Small-Business- 
Development/Pages/Certified-DBE-Directory.aspx. 

 
The prime contractor certifies that a bidders list (see example sheet below) of qualified 
vendors, including MWDBEs, was developed for current and future solicitations and that 
the list will be maintained. Submit a copy of the list as documentation. 

 
2. Make information on forthcoming opportunities available to MWDBEs and arrange time 

frames for contracts and establish delivery schedules, where the requirements permit, in a 
way that encourages and facilitates participation by MWDBEs in the competitive process; 
including, whenever possible, posting solicitation for bids or proposals for a sufficient amount 
of time as to receive a competitive bid or proposal pool. 

 
The prime contractor certifies that every opportunity was provided to a number of 
MWDBEs to encourage their participation in the competitive process and that an 
adequate amount of time was provided for response. 

 
a. List each MWDBE construction firm or material supplier to which a solicitation was 

attempted. Submit copies of letters, emails, faxes, telecommunication logs, certified 
mail receipts, returned envelopes, certified mail return receipts, etc. as 
documentation. 

 
Company Name and Phone Number:     

Area of Work Expertise:     

Date of any Follow-Ups and Person Spoke to:    

b. Advertisements, if applicable: List each publication in which an announcement or 
notification was placed. Submit a tear sheet of each announcement from each 
publication as documentation. 

 
Name of Publication:     

Date(s) of Advertisement:     

Specific Subcontract Areas Announced:     

http://transportation.ky.gov/Civil-Rights-and-Small-Business-
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c. Other, if applicable: List each notification method in which an announcement or 
outreach was used; list serve, public meeting, etc. Submit applicable information to 
document effort. 

 
Method of Notification:     

Date(s) of Notification:     
 

3. Consider in the contracting process whether firms competing for large contracts could 
subcontract with MWDBEs; including dividing total requirements, when economically feasible, 
into smaller tasks or quantities to permit maximum participation by MWDBEs in the 
competitive process. 

 
The prime contractor certifies that the project was broken into its basic elements (i.e. dirt 
hauling, landscaping, painting, pipe installation, material supplies, etc.) and that a 
determination was made whether it’s economically feasible to bid the elements 
separately and that the analysis of this effort was documented with a short memo to the 
project file. 

 
4. Establishing delivery schedules, where the requirement permits, which encourage 

participation by small and minority business, and women’s business enterprises. 
 

The prime contractor certifies that they established delivery schedules which would allow 
MWDBEs to participate in the projects. 

 
5. Use the services and assistance of the Small Business Administration (SBA) and the Minority 

Business Development Agency (MBDA) of the U.S. Department of Commerce. The easiest 
way to utilize the services of SBA and MBDA is to visit their websites: www.sba.gov and 
www.mbda.gov and use the electronic tools available there or you may send the nearest SBA 
and MBDA office a certified letter that generally describes the solicitation, the dates it will be 
open, the types of vendors you are seeking and applicable SIC or NAIC codes if known. You 
may also use the services and assistance of the Kentucky Procurement Assistance Program 
(KPAP). The easiest way to utilize the services of KPAP is to send an email: 
ced.kpap@ky.gov and provide information on forthcoming opportunities available to 
MWDBEs. 

 
The prime contractor certifies that the assistance of the SBA, MBDA, and/or KPAP was 
utilized. Submit pages printed off the SBA and MBDA websites which evidence efforts to 
register a solicitation on those sites or submit copies of the letter send and certified mail 
receipt as documentation; submit copies of emails with KPAP as documentation. 

 
6. If a subcontractor awards any subcontracts, require the subcontractor to take the steps in 

numbers 1 and 5 above. 
 

The prime contractor certifies that subcontractors used for this project will be required to 
follow the steps of the “six good faith efforts” as listed above. 

 
Signature and Date: 

 
To the best of my knowledge and belief, all “six good faith efforts” have been met and the information 
contained in this document is true and correct; the document has been duly authorized by the legal 
representative. 

 
 

Signature Print Name and Title 
 

Date 

http://www.sba.gov/
http://www.mbda.gov/
mailto:ced.kpap@ky.gov
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1.14 EQUAL EMPLOYMENT OPPORTUNITY AFFIRMATIVE ACTION POLICY 
 
 

It is the policy of    
(Name of Bidder) 

 
to assure that all applicants for employment and all employees are treated on a fair and equitable basis 
without regard to their race, religion, sex, color, handicap, natural origin or age. 

 
Such action shall include employment, promotion, demotion, recruitment or recruitment advertising, layoff 
or termination, rates of pay and other forms of compensation, and selection for training, whether 
apprenticeship and/or on-the-job-training. 

 
Furthermore, this company agrees to make special recruitment efforts to hire the protected class 
whenever feasible. This company also agrees to adhere to all applicable federal, state, and local laws 
relating to Equal Employment Opportunity for all individuals. 



 

 

 
 
 

Name of Organization: 
 

 
 
 
 

Categories 

 
 
 

Total 

 
White (not 

Hispanic or 
Latino) 

 
 

Hispanic or 
Latino 

Black or 
African- 

American (not 
Hispanic or 

Latino) 

Native 
Hawaiian and 
other Pacific 
Islander (not 
Hispanic or 

Latino) 

 
Asian (not 

Hispanic or 
Latino) 

American 
Indian or 

Alaskan Native 
(not Hispanic or 

Latino) 

 
Two or more 

races (not 
Hispanic or 

Latino) 

 
 

Total 

M F M F M F M F M F M F M F M F 

Administrators 
                 

Professionals 
                 

Superintendents 
                 

Supervisors 
                 

Foremen 
                 

Technicians 
                 

Protective Service 
                 

Para-Professionals 
                 

Office/Clerical 
                 

Skilled Craft 
                 

Service/Maintenance 
                 

Total 
                 

 
 

Prepared By: Date / / 
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1.16 EVIDENCE OF INSURABILITY 
 

LEXINGTON-FAYETTE UBAN COUNTY GOVERNMENT CONTRUCTION PROJECT 
(Use separate form for each Agency or Brokerage agreeing to provide coverage) 
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1.17 DEBARRED FIRMS 
 

PROJECT NAME: West Hickman Wet Weather Storage, Phase 2 

LFUCG BID NO.:     

 

LEXINGTON-FAYETTE URBAN COUNTY GOVERNMENT 
LEXINGTON, KY 

 
 

All prime Contractors shall certify that Subcontractors have not and will not be awarded to any 
firms that has been debarred for noncompliance with the Federal Labor Standards, Title VI of the 
Civil Rights Act of 1964 As Amended, Executive Order 11246 As Amended or any other Federal 
Law. 

 
All Bidders shall complete the Debarment Certification in duplicate and submit both copies to the 
Owner with the Bid Form. The Owner (grantee) shall transmit one copy to the Lexington-Fayette 
Urban County Government, Division of Community Development within fourteen (14) days after 
Bid opening. 

 
The undersigned hereby certifies that the firm of has 
not and will not award a subcontract, in connection with any Agreement award to it as the result 
of this bid, to any firm that has been debarred for noncompliance with the Federal Labor 
Standards, Title VI of the Civil Rights Act of 1964, Executive Order 11246 As Amended or any 
Federal Law. 

 
 
 

Name of Firm Submitting Bid 
 
 
 

Signature of Authorized Official 
 
 
 

Title 
 
 
 

Date 
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1.18 DEBARMENT CERTIFICATION 
 

All Contractors/Subcontractors shall complete this certification. 
 

The Contractor/Subcontractor certifies in accordance with Executive Order 12549 (Debarment 
and Suspension 2/18/86) that to the best of its knowledge and belief, that it and its principals: 

 
1) Are not presently debarred, suspended, proposed for debarment, declared negligible, or 

voluntarily excluded from covered transactions or contract by any Federal department or 
agency for noncompliance with the Federal Labor Standards, Title VI of the Civil Rights Act 
of 1964 As Amended, Executive Order 11246 As Amended or any other Federal Law. 

 
a) Have not within a three year period preceding this Bid been convicted of or had a civil 

judgment rendered against them for commission of fraud or a criminal offense in 
connection with obtaining, attempting to obtain, or performing a public (Federal, State or 
local) transaction or contract under a public transaction; violation of Federal or State 
antitrust statutes or commission of embezzlement, theft, forgery, bribery, falsification or 
destruction of records, making false statements or receiving stolen property; 

 
b) Are not presently indicted for or otherwise criminally or civilly charged by a government 

entity (Federal, State or local) with commission of any of the offenses enumerated in 
paragraph (1)(a) of this certification; and 

 
c. Have not within a three (3) year period preceding this Bid has one or more public 

(Federal, State or local) transactions or contracts terminated for cause or default. 
 

2) Where the Contractor is unable to certify to any of the statements in this certification, such 
prospective contractors shall attach an explanation to this certification form. 

 
 

Firm Name:    
 
 

Project:    
 
 

Printed Name:    
 
 

Title of Authorized Representative:   
 
 

Signature:    
 
 

Date:    
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1.19 CERTIFICATION REGARDING LOBBYING 
 
 

Certification for Contracts, Grants, Loans, and Cooperative Agreements 
 
 

The undersigned certifies, to the best of his or her knowledge and belief, that: 
 

(1) No Federal appropriated funds have been paid or will be paid, by or on behalf of the 
undersigned, to any person for influencing or attempting to influence an officer or employee 
of an agency, a Member of Congress, an officer or employee of Congress, or an employee of 
a Member of Congress in connection with the awarding of any Federal contract, the making 
of any Federal grant, the making of any Federal loan, the entering into of any cooperative 
agreement, and the extension, continuation, renewal, amendment, or modification of any 
Federal contract, grant, loan, or cooperative agreement. 

 
(2) If any funds other than Federal appropriated funds have been paid or will be paid to any 

person for influencing or attempting to influence an officer or employee of any agency, a 
Member of Congress, an officer or employee of Congress, or an employee of a Member of 
Congress in connection with this Federal contract, grant, loan, or cooperative agreement, the 
undersigned shall complete and submit Standard Form-LLL, “Disclosure Form to Report 
Lobbying,” in accordance with its instructions. 

 
(3) The undersigned shall require that the language of this certification be included in the award 

documents for all sub-awards at all tiers (including subcontracts, sub-grants, and contracts 
under grants, loans, and cooperative agreements) and that all sub-recipients shall certify and 
disclose accordingly. 

 
This certification is a material representation of fact upon which reliance was placed when this 
transaction was made or entered into. Submission of this certification is a prerequisite for making 
or entering into this transaction imposed by Section 1352, Title 31, U.S. Code. Any person who 
fails to file the required certification shall be subject to a civil penalty for not less than $10,000 and 
not more than $100,000 for each such failure. 

 
 
 
 
 

Typed Name & Title of Authorized Representative 
 
 
 

Signature of Authorized Representative Date 
 
 
 

  I am unable to certify to the above statements. My explanation is attached. 
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1.20 BID BOND 
BID BOND 

 

Bond Number:    
 

KNOW ALL MEN BY THESE PRESENTS, that we    
 

as principal (the “Principal”) and    
 

hereinto called Surety, are held and firmly bound unto 
 

LEXINGTON-FAYETTE URBAN COUNTY GOVERNMENT 
200 East Main Street, Third Floor 
Lexington, Kentucky 40507 

 
as obligee (the “Obligee”), in the penal sum of dollars 
for the payment of which sum well and truly to be made, the said Principal and the said Surety, bind 
ourselves, our heirs, executors, administrators, successors and assigns, jointly and severally, firmly by 
these presents. 

 
WHEREAS, the Principal has submitted a bid for 

 
 

NOW, THEREFORE, if the Obligee shall accept the bid of the Principal within the period specified therein, 
or, if no period be specified, within ninety (90) days after opening, and the Principal shall enter into a 
contract with the Obligee in accordance with the terms of such bid, and give such bond or bonds as may 
be specified in the bidding or contract documents, or in the event of the failure of the Principal to enter 
into such contract and give such bond or bonds, if the Principal shall pay to the Obligee the difference in 
money not to exceed the penal sum hereof between the amount specified in said bid and such larger 
amount for which the Obligee may in good faith contract with another party to perform the work covered 
by said bid, then this obligation shall be null and void; otherwise to remain in full force and effect. In no 
event shall the liability hereunder exceed the penal sum thereof. 

 
PROVIDED AND SUBJECT TO THE CONDITION PRECEDENT, that any claim by Obligee under this 
bond must be submitted in writing by registered mail, to the attention of the Surety Law Department at the 
address above, within 120 days of the date of this bond. Any suit under this bond must be instituted 
before the expiration of one (1) year from the date of this bond. If the provisions of this paragraph are void 
or prohibited by law, the minimum period of limitation available to sureties as a defense in the jurisdiction 
of the suit shall apply. 

 
DATED as of this day of , 20 . 

WITNESS / ATTEST: 

 
 

Principal (Secretary) Principal 
 
 

By:  (seal) 
Name: 
Title: 

 
 

Surety (Secretary) Surety 
 

By:  (seal) 
Name: 
Title: 
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POWER OF ATTORNEY 
 

(Attach to Bid Bond) 
 
 
 
 

END OF SECTION 
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SECTION 02373 – STREAM CROSSINGS, STREAMBANK RESTORATION, AND STREAM BUFFER 
RESTORATION 

 
 

PART 1 - GENERAL 
 

1.01 SCOPE OF WORK 
 

A. The Contractor shall furnish all labor, materials, and equipment required for installing all 
structural and vegetative features associated with stream crossings, streambank restoration, 
and stream buffer restoration areas. Work in this section may include installation of Constructed 
Riffles, Temporary Stream Crossings, Streambank Restoration, and/or Stream Buffer 
Restoration. 

 
B. The Contractor shall take all measures necessary to minimize the use of equipment within 

the banks of a stream. 
 

1.02 PERMIT REQUIREMENTS 
 

A. The Contractor is responsible to meet and follow all of the requirements and provisions in all 
project permits. A copy of applicable permits acquired by the Owner is included in Section 
00890 – Permits. 

 
 

PART 2 – PRODUCTS 
 

2.01 STREAM BUFFER PERMANENT SEEDING 
 

A. Stream buffer seeding shall be used for permanent seeding where land disturbance has 
occurred within 25 feet of the stream bank, with the following exceptions: 

 
1. If a property owner landscaping agreement differs from this specification, the property 

owner landscaping agreement shall be followed on that property, or 
 

2. The Construction Drawings identify a different location and/or seed mix. 
 

B. The Stream Buffer Permanent Seed Mix shall consist of the following mix spread at a rate of 
20 lbs/acre: 

 

Common Name Scientific Name % Lbs/ac 

Redtop Agrostis alba 10% 2 
Elm-leaved 
Goldenrod Solidago ulmifolia 5% 1 

Big Bluestem Andropodon gerardii 20% 4 
Virginia Wild Rye Elymus virginicus 20% 4 

Prairie Switchgrass Panicum virgatum 15% 3 
Cutleaf Coneflower Rudbeckia laciniata 5% 1 

Ox Eye Sunflower Heliopsis 
helianthoides 5% 1 

River Oats Chasmanthium 
latifolium 15% 3 

Black-eyed Susan Rudbeckia hirta 5% 1 
TOTAL  100% 20 
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2.02 WOVEN COIR FABRIC 
 

A. The Contractor shall submit a shop drawing for the proposed material for review and approval 
by the Owner’s Engineer prior to placement. 

 
B. Woven Coir Fabric shall be woven from machine twisted coir twines made of bristle coir. Woven 

Coir Fabric shall be Rolanka BioD-Mat 90 or approved equal meeting the following minimum 
requirements: 

 
PROPERTY TEST METHOD TYPICAL 

Mass/Unit Area (oz/yd2) ASTM D 3776 29 
Tensile Strength (Machine Direction) 

(lbs./ft) ASTM D 4595 1776 

Tensile Strength (Transverse Directions) 
(lbs./ft) ASTM D 4595 936 

Elongation (Machine Direction) (%) ASTM D 4595 52 

Elongation (Transverse Direction) (%) ASTM D 4595 24 
Thickness (in.) ASTM D 1777 0.35 

Recommended Shear Stress (lbs./ft.2) N/A 5 
Recommended Flow (ft/s) N/A 16 

 
C. Wooden stakes to fasten coir fabric to the soil shall be hardwood stakes that are solid and free 

of rot, with the following approximate dimensions: 1” x 2” x 18” (tapered to a point). The 
Contractor may fabricate or purchase stakes. 

 
D. Sod staples for anchoring void spaces of the coir fabric shall be bio-degradable wooden stakes. 

 
2.03 CONTAINER PLANTS 

 
A. Tree and shrub plant species and quantities shall be in accordance with those listed or shown 

on the Construction Drawings. All trees and shrubs shall be in containers grown with air-root 
pruned technique, spin-out containers or equivalent. 

 
B. Woody plants shall exhibit a fully developed fibrous root system that allows the root ball to 

remain intact after removal from the container. Roots shall not be pot-bound or spiraling in the 
container. 

 
C. Double shredded hardwood mulch shall consist of the bark from hardwood trees which has 

been milled and screened to a maximum 4 inch particle size. Mulch shall provide a uniform 
texture free from sawdust, weed seeds, foreign materials and any artificially introduced 
chemical compounds detrimental to plant life. Mulch shall be well aged (a minimum age of 6 
months). 

 
D. Nursery stock material shall be identified with attached, durable, waterproof labels and 

weatherproof ink. Labels shall state the scientific name of the specified plants. Common names 
are not acceptable.   The scientific names must match those in the project plans. Plants that 
are unlabeled or improperly labeled shall not be accepted. Plant material shall be protected 
during delivery to prevent desiccation and damage to branches, trunk, root system, or earth 
ball. 

 
E. Plant material shall be checked for unauthorized substitution and to establish nursery grown 

status. Plant material showing desiccation, abrasion, sun-scald injury, disfigurement, or 
unauthorized substitution shall be rejected. Container-grown plant material shall show new 
fibrous roots and the root mass shall contain its shape when removed from the container. 
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Plant material with broken containers shall be rejected. All rejected plant material shall be 
removed from the project site by the Contractor by the close of each working day. 

 
F. Fertilizer for container plants shall be MYCOtabs 20-10-5 slow release mycorrhizal fertilizer 

tablets or equivalent. 
 

2.04 LIVE STAKES 
 

A. Live stake plant species shall be silky dogwood unless otherwise denoted in the Construction 
Drawings. Cuttings shall be alive, but dormant, with side branches removed and bark intact. 

 
B. Cuttings shall be ½ to 2-inch diameter stock and 3 feet in length. 

 
C. The basal ends of the cuttings shall be cut on an angle to facilitate insertion into the soil. 

 
D. The materials may be collected or purchased. 

 
E. No species shall be substituted without prior written approval from the Owner. 

 
F. Cuttings shall be bagged and/or bundled by species and shall be identified with durable and 

waterproof labeling and/or weatherproof ink.   Labels shall state the scientific name of the plant 
species grouping. Common names are not acceptable. The scientific names must match those 
in the specification. Plants that are unlabeled or improperly labeled shall not be accepted. 

 
G. Plant material that is damaged or desiccated, or does not meet the material specifications shall 

not be accepted.   All rejected plant material shall be removed from the project site by the 
Contractor by the close of the working day. 

 
2.05 BRANCH PACKING 

 
A. Material may consist of branches of silky dogwood species. Branches should be a minimum 

of 5 feet long and should be installed the same day that they are prepared, if harvested locally. 
Materials can be either harvested from existing living trees or purchased from a vendor. If 
immediate planting cannot be performed, the basal end of the plant shall be kept in water and 
the plant shall be refrigerated. 

 
2.06 STONE 

 
A. All stone shall consist of clean limestone of the specified size; hard, durable, and angular in 

shape, and resistant to weathering. Stone shall not contain deleterious amounts of shale, as 
determined by the Engineer. Porous or friable stone shall not be accepted. 

 
B. Stone shall be of the size and quantity as shown on the Construction Drawings. 

 
2.07 TOPSOIL 

 
A. Topsoil shall consist of the upper portion of the soil profile and shall be loose, friable soil that 

is free of stones larger than one inch (1”), sub-soil, refuse and other debris including stumps, 
roots, brush, weeds, and non-organic materials. The acceptable soil texture classification for 
topsoil, in accordance with the U.S. Department of Agriculture is: clay (40% maximum), silt 
(70% maximum), and sand (60% maximum). Manure and/or partially composted materials are 
not acceptable. Topsoil (both salvaged and furnished) shall meet the following minimum 
standards through analytical testing, unless otherwise directed by LFUCG or the Owner’s 
Engineer: 
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Organic Matter > 3% 
pH (range) 5.8 – 7.0 
Soluble Salts < 500 parts per million 

 
The Owner’s Engineer shall visually approve representative samples of topsoil. All operations 
involved in the placing, spreading, and rolling of the topsoil shall be subject to the approval of 
the Owner. Selected topsoil shall be obtained from approved stockpiles of materials from 
excavation, from stripping, from borrow areas, or from other approved sources. 

 
 

PART 3 – EXECUTION 
 

3.01 GENERAL 
 

A. All work within and along a stream shall be consistent with all project permits and the 
requirements of the state and local regulatory agencies. 

 
B. The Contractor shall take care to prevent the deposition of sediment into the stream. 

 
C. Stream diversion operations shall be scheduled such that work is completed as quickly as 

possible. Contractor shall not construct in a stream when rainfall is expected during the time 
excavation will be occurring in the stream. 

 
D. Gravity sewer lines, force mains and water lines that cross streams shall be constructed by 

methods that maintain normal stream flow and allow for a dry excavation. Water pumped from 
the excavation shall be contained and allowed to settle prior to reentering the stream. 
Excavation equipment and vehicles shall operate outside of the flowing portion of the stream. 
Spoil material from the line excavation shall not be allowed to enter the flowing portion of the 
stream. The provisions of this condition shall apply to all types of utility line stream crossings. 

 
E. Removal of riparian vegetation in the stream buffer and on the stream banks shall be limited to 

that necessary for equipment access. Effective erosion and sedimentation control measures 
shall be employed at all times during the project to prevent degradation of waters of the 
Commonwealth. Within 25 feet of a stream, site regrading and reseeding shall be accomplished 
within 7 days after disturbance. 

 

3.02 STREAM BUFFER PERMANENT SEEDING 
 

A. Stream Buffer Permanent Seeding shall be conducted in accordance with the specifications 
of Section 02372, Article 3.04 - Permanent Seed using the seed mix listed in this Section 
02373, Article 2.01 - Stream Buffer Permanent Seeding. 

 
3.03 WOVEN COIR FABRIC 

 
A. When placing woven coir fabric, the surface of the soil should be smooth and free of rocks, 

roots and other obstructions. 
 

B. Seed the prepared soil areas in accordance with Section 02372, Article 3.04 – Permanent Seed 
prior to the installation of the coir fabric. 

 
C. Fabric shall be trenched, placed and staked in according to the Construction Drawings. 

 
D. Biodegradable wooden stakes shall be inserted sporadically within void spaces and areas with 

puckers in the fabric. 
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3.04 CONTAINER PLANTS 
 

A. Planting operations shall be performed only during periods when successful results are likely. 
To minimize stress or transplant shock, no plants shall be installed when ambient temperatures 
are forecasted to rise above 90°F at any point during a forty-eight (48) hour period following 
installation. In addition, no plants shall be installed when ambient temperatures are forecasted 
to drop below freezing. In general, trees and shrubs do best when planted in early spring or 
fall. 

 
B. If trees and shrubs are not planted through erosion control blanket, then mulch in the form of 

hardwood mulch or mulch mats shall be used. 
 

C. The Contractor shall mulch and fertilize. 
 

D. All trees and shrubs should be fertilized with MYCOtabs 20-10-5 slow release mycorrhizal 
fertilizer tablets or equivalent.   Each containerized plant should receive one 21 gram tablet. All 
fertilizer tablets are to be installed 4 inches below and 4 inches to the side of the plant roots. 

 
E. All plants shall be watered thoroughly once unloaded and immediately after planting. Water 

until saturated once per week for the first four to six weeks and once every other week through 
the fall season. Water shall not contain elements toxic to plant life. 

 
F. Prior to shipping to the site, the Contractor shall request approval of trees, shrubs, and fertilizer 

ordered. A delivery schedule shall be provided at least 10 calendar days prior to the first day 
of delivery of trees and shrubs. 

 
G. If plants are not planted on the day of delivery, the plants shall be stored onsite in a shaded 

location and will be kept moist and cool. 
 

H. Each root ball from containerized woody stock shall be carefully removed from the container 
without damaging the root system or plant. 

 
I. When digging a planting hole for containerized woody stock, the diameter of the planting hole 

shall be at least 30% greater than the diameter of the root ball. 
 

J. Trees and shrubs shall be placed in the center of the hole with top of root ball 1 inch above 
finished grades. 

 
K. Following planting, each hole shall be backfilled with soil removed from the hole when the hole 

was formed. 
 

L. Where the removed soil is unacceptable, a soil amendment shall be required. 
 

M. Each planted tree and shrub shall have a minimum depth of 6 inches of organic material. 
 

N. Organic soil amendment may consist of composted wood chips, composted leaf mulch, or other 
suitable and available natural organic material. 

 
O. If amending the planting areas with topsoil, acceptable topsoil shall meet the material 

requirements of this Section 02373, Article 3.08 - Topsoil. 
 

P. Containerized trees and shrubs planted through erosion control blanket shall be planted 
through clean incisions in the blanket. Incisions shall be parallel to the direction of flow in the 
stream. 

 
Q. Portions of the erosion control blanket shall not be removed. 
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R. The blanket incision shall be securely closed with wire staples or stakes. 
 

S. Seeded areas shall be inspected at least weekly after planting and after each rainfall of one- 
half inch or more. Areas requiring additional seed and mulch shall be repaired within 48 hours. 

 
T. If vegetative cover is not established within 21 days, the area shall be reseeded. 

 
3.05 LIVE STAKES 

 
A. Live stakes shall be installed at any time during their dormant period when the ground is not 

frozen. Live stakes shall not be installed after dormancy is broken or after sprouting. Stakes 
that begin sprouting before planting will be rejected. 

 
B. Prior to shipping to the site, the Contractor shall request approval from the Owner’s Engineer 

of live stakes ordered.   A delivery schedule shall be provided at least 10 calendar days prior 
to the first day of delivery of live stakes. 

 
C. Plants shall be stored in a continuously cool, covered, and moist state. 

 
D. Live stakes shall be soaked for 24 hours prior to installation in clear water, with the basal end 

of the plant in the water and shall be removed from the water no more than 1 hour before 
planting. 

 
E. Live stakes shall not be soaked for a length greater than ten (10) days. 

 
F. The angled end of the live stakes shall be inserted into the soil manually or with the use of a 

dead blow hammer with the uncut end protruding for approximately 3/5 of the cutting length. 
 

G. In rock toe, live stakes shall be inserted to one-half their length into soil below stone fill with a 
minimum of two buds exposed above the stone fill. An iron bar or a stinger attached to a 
backhoe bucket can be used to make a pilot hole in firm or rocky soil. 

 
H. If a pilot hole is used, the diameter of the pilot hole shall be less than the diameter of the 

smallest live stake to ensure firm contact with the soil. 
 

I. Each live stake shall be positioned perpendicular to the slope at a 45º angle facing downstream 
followed by foot compaction around each cutting. 

 
J. Live stakes shall be installed in a random configuration. 

 
K. Live stakes that become split or “mushroomed” during installation shall be replaced at the 

Contactor’s expense. 
 

3.06 BRANCH PACKING 
 

A. Prior to shipping to the site, the Contractor shall request approval from the Owner’s Engineer 
of live stakes ordered.   A delivery schedule shall be provided at least 10 calendar days prior 
to the first day of delivery of live stakes. 

 
B. Plants shall be stored in a continuously cool, covered, and moist state. 

 
C. Branches shall be soaked for 24 hours prior to installation in clear water, with the basal end 

of the plant in the water and shall be removed from the water no more than 1 hour before 
planting. 

 
D. Branches shall not be soaked for a length greater than ten (10) days. 
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E. The live branches should be placed in a crisscross configuration with the growing tips generally 
oriented toward the slope face. 

 
F. The density of the branches shall be 10-15 branches per linear foot. 

 
G. After the live branches are configured, cover with a thin layer of soil approximately 1” thick. 

 
3.07 STONE 

 
A. All stone shall consist of clean limestone of the specified size; hard, durable, and angular in 

shape, and resistant to weathering. Stone shall not contain deleterious amounts of shale, as 
determined by the Engineer. Porous or friable stone shall not be accepted. 

 
B. Stone shall be of the size and quantity as shown on the Construction Drawings and shall be 

placed in the manner shown in Construction Drawings. 
 

3.08 TOPSOIL 
 

A. All proposed planted areas, not including stream banks, are to be covered with a minimum of 
6 inches of topsoil prior to seeding or planting. Do not place topsoil within a stream channel or 
on a stream bank where full bank flow could erode and remove the material. 

 
B. Topsoil shall be evenly placed and spread over the graded area to a depth of 6 inches. 

 
C. Minimize compaction during all operations by utilizing equipment having low unit pressure 

ground contact and by limiting repeat passes over the same areas. 
 

3.09 PUMP AROUND FLOW DIVERSION FOR STREAM CROSSINGS 
 

A. For stream crossings, the Contractor shall install, maintain, and operate all cofferdams, pumps, 
and protective works needed to divert stream flow and other surface water through and around 
the project work zone. 

 
B. The Contractor is responsible to determine the number and sizes of pumps necessary for 

dewatering needs. 
 

C. The Contractor shall inform the Owner’s Engineer of a plan for diverting the stream flow. The 
de-watering plan must be approved by the Owner prior to the start of work and it shall include 
information on the type, sizes of pumps, dam construction techniques, discharge outfall 
protection, and other relevant information. 

 
D. Operations shall be scheduled such that diversion installation, in-stream excavation, in- stream 

construction, stream restoration, and diversion removal are completed as quickly as possible. 
 

E. The Contractor shall not construct in a stream when rainfall is expected during the time 
excavation will be occurring in the stream. 

 
F. To capture or divert water flows, cofferdams can be used across the stream channel and 

secondary drainageways above (up-slope from) the work side as follows: 
 

1. Cofferdams shall be constructed of materials that will have a minimal impact on the stream 
system. Cofferdams constructed of soil or material from the site shall not be used unless 
specifically directed by the Owner’s Engineer. 

 
2. Acceptable materials shall include stone, water structures, plastic barriers, or sand bags 

filled with clean and washed sand. 
 

3. Contractor shall add sand bags filled with clean and washed sand as required to seal 
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leaks in rock cofferdams. 
 

4. The Contractor is responsible to install all cofferdams/diversion structures in a safe and 
correct manner. Cofferdams must be installed so as to withstand the pressures exerted 
by the stream flow or ponded water against the cofferdam. 

 
5. Commercial projects used as cofferdams (i.e. water structures, plastic barriers) shall be 

installed in accordance with the manufacturer’s specifications. 
 

6. The Contractor is permitted to make only minor disturbances to the streambed or banks as 
may be required to properly install the cofferdam. 

 
G. Stream flow shall be pumped around the cofferdams and discharged back into the same 

drainageway that the water was taken from. 
 

H. The Contractor shall be responsible to provide all pumps, hoses, pipelines, fuel tanks, and 
other items required to pump the stream flow around the work site, and for providing 
supervision of the pumping operation during all hours the pumps are running. 

 
1. The Contractor shall be responsible for calculating the required pump capacity to handle 

the average stream flow in the area of the work. 
 

2. The Contractor shall provide pumps that are in good operating order and free of leaks. 
Pumps that are leaking fuel, lubricants, or other material, shall be immediately repaired or 
replaced as necessary. All pump equipment shall be properly equipped with mufflers and 
other noise suppression equipment to minimize noise impacts on the surrounding 
residences. 

 
3. Discharge hoses shall be reasonably free of leaks at either the fittings or the discharge 

hose casing. No leaks from discharge lines shall be allowed to cause erosion. 
 

4. The Contractor shall provide adequate suction hose length to allow the pumps to be placed 
back from the immediate edge of the stream. Electric sump type pumps are exempt from 
this requirement. 

 
5. Only clean water will be allowed to enter the storm system or stream. The pumping 

operation shall not allow for sediment from the stream bottom to be pulled into the pump. 
 

I. Contractor shall dewater the work area and pump the work zone dewatering water into a 
sediment trapping device. 

 
J. Outlet protection shall be installed as required at the discharge point to prevent erosion of soils 

and the streambed or bank. 
 

K. Contractor shall complete construction activities across the stream. 
 

L. Contractor shall restore the streambed and banks. 
 

M. Contractor shall remove all materials placed for the cofferdam and outfall protection and shut 
down pumping operation. (Salvage sandbags for future use if multiple stream crossings are 
required on the project.) Contractor shall remove all sandbags from the stream, including 
damaged and empty bags. 

 
3.10 TEMPORARY STREAM CROSSING 

 
A. Clearing and excavation of the streambed and banks shall be kept to a minimum. 

 
B. The structure shall be removed as soon as it is no longer necessary for project construction. 
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C. Upon removal of the structure, the stream shall immediately be reshaped to its original cross 
section and properly stabilized. 

 
D. The approaches to the structure shall consist of stone pads with a minimum thickness of 6 

inches, a minimum width equal to the width of the structure, and a minimum approach length 
of 25 feet on each side. 

 
E. The structure shall be inspected after every rainfall and at least once a week and all damages 

repaired immediately. 
 

3.11 PLANTING FIELD PREPARATION 
 
 

A. The planting area shall be staked in a grid pattern as shown on the Drawings, with the stakes 
set at 25 feet on center, as indicated. 

 
B. The individual species shall be planted as recommended by the supplying nursery, or a method 

selected by the Contractor to achieve the specified survival rate. 
 

3.12 TREE PLACEMENT 
 
 

A. The species shall be placed sequentially in the planting holes in a fashion that does not have 
the same species directly opposite. 

 
B. The Contractor may, at his option, add an appropriate grade of fertilizer and/or herbicide to 

stimulate growth. 
 

C. The burlap shall be removed from the root balls, and the trees shall be placed in the center of 
the planting hole in a vertical position. The planting hole shall be backfilled. Do not cover the 
root crown with soil. Tamp the soil regularly during backfilling to collapse any large air pockets 
in the soil. 

 
D. The tree and backfill soil shall be thoroughly watered. Any resultant soil settlement shall be 

refilled with soil, and firmly tamped into place. 
 

E. During the one-year period following planting, the Contractor shall perform periodic 
maintenance consisting of, but not limited to, removing volunteer trees, replacing dead trees, 
and watering. 

 
F. Planting success is defined as achieving a 90% survival rate within the planted area. The 

Contractor shall warrant planting success for one year. If the survival rate is less than 90%, the 
Contractor shall be responsible for replanting all non-surviving specimens at no additional cost 
to the Owner. The Contactor shall perform periodic maintenance of the replanted trees to 
achieve the 90% survival rate of the entire planted area. 

 
G. The Contractor shall ensure that the crew selected for tree planting is experienced, 

knowledgeable, and skilled in the techniques for planting, nurturing, and maintaining the 
selected tree species. 

 
H. Trees shall be planted during the time recommended by the nursery supplying the trees for the 

species being planted. 
 

END OF SECTION 



 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

APPENDIX E 
 

Manufacturer’s Proposal 



INTELLIMODUS, LLC 

312 South 4th Street, 8th Floor - Louisville, KY 40202 
(502) 452-9397 - Fax (502) 452-9373 

intellimodus.com 

 

 

 
 

July 9, 2021 
 
 

Subject: LFUCG – Wet Weather Storage Facility Phase 2 Project 

This is our proposal to supply the necessary new equipment, control panels and instrumentation for the 
Wet Weather Storage Phase 2 Project as described in Division 17 & 18 (17410, 17420, 17480, 17490 
and 18000) of the bid specifications and the P&ID drawings. 

 
Deliverables: 
Our base proposal pricing includes the following: 

• Modify the devicenet control area network for the PLC, OIT, HMI & Citect programs as needed. 

• Reprogram SCADA, PLC’s and update all OIT’s/HMI’s to ramp down WWS pumps when tanks get 
close to full and add grit and bypass actuator manual control to allow operations personnel to 
open/close remotely and receive status alarms. 

• Programming changes to PLC, FTC’s, OIT’s, SCADA, Historian, network devices, device net 
controllers and all other systems or equipment required for a complete control and monitoring 

system. 

• Update SCADA screens on OIT’s, HMI’s and Citect terminals associated. 

• (1) VEGAPuls WL 61 series 100’ cable with VEGADIS 82 Transmitter with HART communication, 
VEGACONNECT 4 PACTware and VEGA-DTM as well as an ISB. 

• (1) Anchor scientific float switch. 

• O&M Manual updates. 

• I/O check, and submittals (for our equipment only). 

• One day (8 hours - first shift) of training and one day (8 hours first shift) of standby. 

• Freight of our equipment to site. 

• One year warranty on our new equipment provided. 
 

Exclusions: 
Our base proposal pricing does not include the following: 

• All electrical and mechanical installation labor and materials required (including but not limited to 
mounting brackets, mounting plates, instrument pipe stands, sample tubes, cable, other wiring 
materials, terminations to the control panels and instruments, etc.). 

• No control panels or FAT testing. 

• No additional Citect SCADA software included. 

Intellimodus Proposal Number: 210095 



INTELLIMODUS, LLC 

312 South 4th Street, 8th Floor - Louisville, KY 40202 
(502) 452-9397 - Fax (502) 452-9373 

intellimodus.com 

 

 

 

• No Tank Discharge Valve Vault Access hatch intrusion switch included. 

• No spare parts included. 

• Maintenance contract is separate & an open PO contract is already established between LFUCG 
and Intellimodus. 

• No training documentation. 

• Any confined space work associated. 

• Any MCC hardware or changes. 

• Equipment, instrumentation and controls not specified above. 
• Write in allowances & bonding. 

 
 
 

Process Instrumentation Equipment & Engineering.......................................... $ 85,774.00 

Estimated Sales Tax ………………………………………………………………. $ 300.00 

Total Price ........................................................................................................ $ 86,074.00 
 
 
 

Terms and Conditions 
• Terms shall be net thirty (30) days from the date of the invoice. 
• A charge of 1½% per month will be assessed for all overdue payments. 
• Payment of invoices per the above terms must be paid in full. 
• We request 10% of our total contract as a down payment for our services as well as monthly 

progress billings. 
• Intellimodus has a preferred payment method of ACH. 
• Late payments may result in the suspension and/or termination of this service contract. 

 
 
 

Sincerely, 
 
 

Kyle Schneider 
Sales Engineer 
Intellimodus LLC. 

 
 
 

Note: The above price is good for 15 days from the date above. Our standard terms are net 30 days. 
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